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(57) Abstract: The system has a speech recogniser (2) for recognising speech from a user and a synthesiser (6) for replying to him 
and engages in a dialogue with the object of enabling the user to convey to the system a piece of information such as a telephone 
number. The system builds up the number in a buffer (10). Each time it receives a string of digits, it reads it back for confirmation. 
When a number (or part of one) is read back, it is divided into "chunks" according to certain criteria: the positions of these divisions 
can be recorded to be taken into account in later processing. Responses are compared with the current buffer contents to determine 
whether they it should be interpreted as a correction, partial correction or pure continuation of the existing contents. Positions in the 
buffer at which pure continuations are entered are marked, to allow a "final repair" process in which, if the final result fails to match 
some criterion of acceptability (e.g. length) the marked positions can be reexamined to determine whether interpretation instead 
as correction or partial correction would meet the criterion. Algorithms arc described for comparing new input with digits abready 
received, to decide how it is to be interpreted. 
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For two-letter codes and other abbreviations, refer to the "Guid- 
ance Notes on Codes and Abbreviations" appearing at the begin- 
ning of each regular issue of the FCT Gazette. 
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axn Re^CT/PTO 1 3 DEC 2004 

Speech Dialogue Systems 

Chapter I: Introduction 

5 The present application is concerned with methods and apparatus for use on performing 

speech dialogues, particularly, though not exclusively for such dialogues perfonned over the 
telephone. 

Prior Art 

In "How to Build a Speech Recognition Application", B. Balentine, and D. P Morgan, 2002, a 
10 system is discussed which, having recognised a string of digits, reads them back to the user 
for confirmation. If a particular digit is reported by the recogniser as having poor reliability, 
the system interrupts its read-back at that point so that a confirmation can be received from 
the user before the system reads the digits which follow, 

US patent 6,078,887 (Gamm et al/Philips) describes a speech recognition system for numeric 
15 characters where a recogniser receives a string of spoken digits, and reads them back to the 
speaker for confirmation. If negative confirmation is received, the apparatus asks for a 
correction. If the correcting string has a length equal to or greater than the original input, it is 
used unconditionally to replace and (if longer) continue the original one. If on the other 
hand it is shorter, it is compared at different shifts with the original input to obtain a count of 
20 the number of matching digits. Using the shift that gives the largest number of matches, the 
new string is used to overwrite the old string. 

Another interesting discussion of automatic numeric recognition is to be found in ''Robust 
numeric recognition in spoken language dialogue" (Rahim, Riccardi, Saul, Wright, 
Buntschutfa and Gorin), Speech Communication 34, Elsevier Science B.V. (2001), pp. 195- 
25 215. 

Invention 

Various aspects of the invention are set out in the claims 

Some embodiments of the invention will now be described, by way of exanq}le with 
reference to the accompanying drawings, in which: 

30 Figure 1 is a block diagram of an interactive speech dialogue system; 

Figure 2 is a flowchart showing the operation of a voice dialogue; 

Figure 3 is a diagram illustrating a sin5)le telephone number buffer. 
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Figure 4 is a flowchart illustrating a chunked confirmation sub-dialogue which may be used 
with the dialogue of Figure 2; 

Figure S is a diagram illustrating an extended telephone number buffer, 

Figure 6 is a flowchart showing one way of dividing a string into chunks; 

Figure 7 is a diagram illtistrating alignment of an input against the extended buffer; 

Figure 8 is a diagram illustrating block boundaries and chunks; 

Figure 9 is a flowchart showing a dialogue according to a furflier embodiment of the 
invention; 

Figure 10 is a diagram of a buffer structure used in a fourth embodiment of the invention; 

Figure II is a flowchart showing the operation of a voice dialogue in accordance with this 
fourth embodiment; 

Figure 12 a flowchart showing the operation of part of Figure 1 1 ; 

Figure 13 a diagram illustrating aligmnent of an input against the buffer of Figure 10; 

Figure 14 a diagram showing the use of context in alignment of Figure 13; 

Figure IS shows an alternative method of recording phrasal boundaries; and 

Figure 16 illustrates the principles of dynamic programming 

Chapter 11: Infrastructure 

The system now to be described offers a dialogue design for a telephone number transfer 
dialogue, suitable, for exanople, for use in a telephone call handling system. The intention of 
die design is to enable givers to transifer numbers in chunks rather than as a whole number 
and allow auto-correction of problems as they occur. When discussing the caller's role in the 
conversation the term 'giver' will be used. When discussing the automated dialogue system's 
role in the conversation flie term 'receiver' will be used. 

Ih Figure U an audio inpvA 1 (for example connected to a telephone line) is connected to a 
speech recogniser 2 which supplies a text representation of a recognised utterance to a parser 
3. The recogniser operates with a variable timeout for recognition of die end of an utterance. 
The parser 3 receives the recognition results produced by the recogniser 2, and regularises 
them, as will be described later, for entry into an input block buffer 4. Also, on the basis of 
die recognition results so far, and an extemal input indicating a current ''dialogue state", the 
parser 3 controls the recogniser timeout period, that is, a duration of silence following which 



wo 2004/002125 PCT/GB2003/002672 



an utterance is considered con5>lete. Once the con5)lcte utterance has been recognised, it is 
transferred to the buffer 4. 

The actual dialogue is controlled by a dialogue processor 5, consisting of a conventional 
stored-program controlled processor, memory, and a program for controlling it, stored in the 
memory. The operation of this program will be described in detail below. In this example 
the function of the processor is to elicit from a giver a complete telephone number. It can 
intenrogate the buffer 4 to obtain a coded representation of a recognised utterance, provide 
spoken feedback to the giver via a speech synthesiser 6 and audio ou^ut 7, and aims to 
deliver a con^lete telephone number to an output buffer 8 and output 9. It also signals 
dialogue states to the parser 3. 

Figure 1 also explicitly shows (for the purposes of illustration) a buffer 10 used for the 
manipulation of intennediate results: in practice fliis would simply be an assigned area of the 
processor's memory. In the following description, tihds buffer is referred to as the tehio 
(telephone number) buffer or - reflecting the fact that the same processes can be ^lied to 
inputs other than numbers ~ the token buffer. 

The description shows the use of grounding dialogue to input telephone numbers into an 
automated systenL The systems described are also suitable for any transfer of token 
sequences in conversation between a caller and an automated service. Other exan5>les 
include: 

• SMS dictation 

• EMail dictation 

• EMail addresses 

• UK postcodes 

• US ZIP codes 

• IP addresses 

• URLs 

• Telephone numbers 

• General alphanimierics 

• account numbers, 

• product codes, 

• national insurance numbers, 

• car registration plates, etc. 
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Recogniser 2: Spoken Input Recognition 

The following words cover the majority of observed giver vocabulary items used by UK 
English speakers in spontaneous number transfer dialogues: 

{ oh zero nought 123456789 double triple ten eleven twelve thirteen fourteen fifteen 
5 sixteen seventeen eighteen nineteen twenty &irty forty fifty sixty seventy eighty ninety 
hundred no yes yeah yep thaf sjright sorry pardon } 

Natural numbers in the range "eleven" to "ninety-nine" are extremely rare in UK English 
telephone number transfer dialogues and are included for illustration purposes only as they 
are more common in the US. They would probably be omitted in a practical UK solution. 
10 Also in the UK "hundred" is only used in the context of STD codes such as "oh 8 hundred". 

Recognition of the input utterance may be done using any language model or grammar 
designed to model the rang^ of spoken utterances for a natural digit block. For example a 
bigram based on observed word-pair frequency in real human-human or human-conqjuter 
chunked number transfer systCTi would be suitable. 

15 

Parser 3: Spoken Input Interpretation 

The output of the input digit block is a single sequence of symbols representing the meaning 
of the input from the giver. The dialogue processor 5 expects this sequence to contain any 
sequence of the following set of symbols: 

20 {012345 67 89NYSP7A} 

This sequence may be derived from the input set of recognised words by a simple parser An 
exan^le of one suitable parser is shown in Table 1 . It is based on an ordered set of cascaded 
regular expression substitutions, formally cascaded finite state transducers (cFST*s), 
operating on the top-1 word list candidate of the speech recognition output. 

25 One important thing to note is that in ttie current design the speech recogniser is delivering a 
top-1 sentence to the parser without any confidence measures. Therefore a simple pre- 
processing stage is required to represent low-confidence utterances. Any single word in the 
input utterance which has a word-confidence level below a iwe-defined threshold is replaced 
by the symbol *?* which is retained unaltered through the subsequent cFST translation. In 

30 addition, any utterances which are wholly rejected by the speech recogniser are replaced by a 
single W for abort in the input to the cFST. Silent utterances are presented as empty strings 
(indicated here by the symbol "a") to the parser. 
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Input 
Symbols 



Stage 1. l^umber Regnlarisation 



ermll uh 



zero 11 oh 11 nought 



ten 



eleven 



twelve etc. 



Output 
symbols 



10 
1 I 



twenty 



twenty 
thirty 



20 



thirty etc... 



30 



double 0 



double 1 etc... 



00 



triple 0 



triple 1 etc... 



hundred 

Stage 2 Qualifier RegnlarfaattoiT 



yes||yeah||vcp||that^s rioht 
no II Sony 



00 



pardon || sorry 



no 



N 



N 



Input Context (pr e suff) 



Jl>2, 3, 4. 5.6.7. R Q} 



-{1,2, 3,4,5,6.7 « Q} 



T«w, 1 o- , ^ 1 sentenceStart _sentenceEnd 

BUttBT. cascaded finite state transducers are used (cFST's) 
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Grammar and dialogue state dependent silence timeouts 

Human detection offhe end of digit blocks employs a mix of prosodic interpretation and 
predictive expectations based on previous experience of typical syntax, chunking preferences 
for telephone number transfers, and expectations based on the current dialogue state. Li 
5 human*huxnan dialogue inter-chunk boundaries can be responded to before any silence is 
observed at the chunk ending. In ibis dialogue implementation, variable length silence 
timeouts based on grammar triggers are used to emulate die syntactic aspects of Ibis efiect. 
These are dependent on the current dialogue state and the lexical history of the input to ftie 
current point This could be augmented with prosodic recognition in the future. 

10 To achieve this a parser needs to be integrated with the speech recognition acoustic search. 

The Nuance Speech Recognition System "Developer's Manual" Version 6.2 (published by 
Nuance Corporation of California, USA) describes a method for retrieving partial recognition 
results at pre-determined intervals, and acting on tiiese to modify timeouts depending on the 
15 partial recognition result 

In the framework we describe here, the most recent partial result (the highest-scoring symbol 
history up to that point) is compared with a grammatical trigger pattern to determine the end- 
of-speech silence timeout to apply. Table 2 shows the ordered set of different timeout values 

20 in this design. Trigger patterns can be expressed as finite state grammars (e.g. regular 

expressions). Example trigger patterns are also given in the table. Given an ordered set of 
triggers the timeout to apply diiring recognition would be given by the first trigger to match 
the end portion of a partial recognition result - its timeout value is adopted from that point 
onwards for the current recognition until another trigger occurs. A. time interval between 

25 receiving partial results of 0. Is is sufficient to inclement this feature. 

An alternative method would be to define patterns which must match the whole of the 
utterance from &e start. This approach may be less prone to substitution errors of small 
patterns during the partial evaluation of the result 

30 In the table, the pattem denoted (std) is equivalent to the following regular expression, using 
the notation of the perl programming language (for example in *perl in a nutshell*, ISBN 1- 
56592-286-7). 

std = (>H)20) II (fS)23) II (^24) || CH)28) || C^029) || CH)1[0-9]1) || CH)1 1[0-9]) || (^0[3-9][0-9][0. 
9])1ICM)[1.9][0.9][0.9][0.9]) 
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Value Pattern Description 

Ts 8 Timeout for pure silence detection 

TsTD (std) Reduced timeout at the end of an STD code pattern (when STD is 
expected) 

Ty Y Extended timeout following a 'yes* (except where dialogue already has 

a fidl number) 

Tnd ND Extended timeout during digit entry following a 'no' 

Tn N Extended timeout immediately following a W 

Td ? Default silence timeout (lengthened if STD code is expected and not 

yet complete) 

Table 2. Grammar dependent sUence timeoots. 



State Description 

STD An STD code is expected - This state occurs after each request for code 

and number^ or a request for the code alone. 

Chunk A chunk is expected ~ An STD is not expected and not enough digits 

have yet been grounded to complete a telephone number 

Inter-chunk Chimk input during chunked confirmation - i.e. the grounding will be 

partial and digits have been given that are yet to be echoed. 

Completion A completion signal is expected — Enough digits have been grounded to 

conq)lete a telephone number. 

Table 3. Dialogue states for modifying grammar dependent timeouts. 



State \ 
Timeout 


Ts 


TsTD 


Tnd 


Tn 


Ty 


Td 


STD 


normal (4.0?) 


0/1.5 


1.1/1.5 


>Tnd 


2.0 


1.5 


Chunlc 


normal (4.0?) 


0.7/1.5 


1.1/1.5 


>Tnd 


2.0 


0,7/1.5 


Inter-climik 


2.0 


0.7 


1.5 


>Tnd 


0.7 


0.7 


Completion 


reduced (3.0?) 


0.7/1.5 


1.1/1.5 


>Tra, 


0.7/1.5 


0.7/1.5 



Table 4. Slustrative values of timeouts 



Table 3 shows the different states of the dialogue used by the algOTithm to select the 
particular numerical values (in seconds) of the grammar dependent timeouts - shown in Table 
4. Where two values are given for the same timeout parameter in the same state, the first is 
designed for a chunked style of number input, and the second for an unchimked style. Exact 
values are not given for Ts (except in the inter-chunk state) or for Tn; but possible values for 
Ts are suggested. The exact timeout values might well be differmt in an implementation 
with an automated recogniser, but the pattern of relatively long and short timeouts should be 
similar. 
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Td Once speech is detected, the acoustic search begins with a single default value Td which 
could be though of as having a granunatical trigger matching the start of an utterance. The 
value of Td is itself modified depending on the state of the dialogue. For example it is 
lengthened when an STD code is expected, to reduce the chance of a timeout during slow 
5 STD presentation. This value is also reduced in tiie inter-chunk state to keep the dialogue 
moving quickly. 

TsTD Thistriggersforany valid STD code. When the dialogue is in the STD state e.g. 
following the initial "what code and number?" pron^t, rapid detection of the end of this 
chunk is essential if a "chunked" style of interaction is preferred by the dialogue designer. 

10 Thus at these points Tstd niay be set to zero - the recogniser returning a match as soon as it is 
sure that it has confidently recognised the final symbol of an STD sequence even if no silence 
has yet been detected following this. Tstd can be set to the default value Td or even made 
larger than this to implement an "unchunked" dialogue style. In dialogue states where an 
STD code is not expected, Tstd has the sanoe value as Td. 

15 Ty The timeout is lengthened after a "yes" when the dialogue is in a state where a conq>lete 
numbCT or body has not yet been received (STD or chunk state). (This reduces the risk of 
giving a "rest of the number" prompt after "yes" when the giver was about to give the rest of 
tiie number anyway.) This value is also reduced in the inter-chunk state to keep the dialogue 
moving quickly. 

20 Tn The timeout is lengfliened immediately after a "no", so that the beginning of a "no 

<digits>" correction sequence is not misinterpreted as a simple "no". The timeout here may 
be longer than the timeout Tnd during the following digit sequence, since a longer pause is 
liable to occur immediately after Ihe "no" than at a later point in the utterance. 

Tnd The timeout is lengthened during a digit sequence preceded by "no" and also another 
25 digit (This allows for the tendency of some givers to speak more slowly during a correction, 
and reduces the risk of timeout within an intended correction sequence leading to a wrong 
repair of the number.) 

Ts Pre-speech silence detection timeout value is longer than defeult time-out (To). This is 
used to detect silence as a completion signal at the end of number transfer. Most current 
30 recognisers already implement this feature. 

Those skilled m the art will be aware that in human-human conversations the prosody of an 
utterance - as well as grammatical patterns - plays an important role in the timing of turn- 
taking between actors in a conversation. It is anticipated that speech recognition algorithms 
in the fiiture will also routinely mimic this ability. For example the extremely rapid detection 
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of the end of an S^^ode observed in human-human number feciiSd by grammatical 
knowledge of STD patterns, and also detected from the prosodic pattern of the chunking. 'Is 
the speaker done yet? Faster and more accurate end-of-utterance detection using prosody" 

Ferrer, Shiibirg,StolckB-ISCA Workshop on Prosody and Speech Recognition describes 
one method of doing this. Addition of fliis feature to the invention will increase its power to 
emulate the chunked transfia: strategies seen in human-human conversation. 
Cut-through 

Spoken input during the echoing of a block is ignored. This is because it has been observed 
that givers tend to defer to the follower when overlap occurs and ignoring attempts at 
interruption helps to enforce the intended chunked echo protocol, - reducing the risk of 
confusing the giver. Some of the embodiments of the invention described facilitate chunked 
confirmation. This involves speaking a number back to a giver by splitting it into chunks. 
After each chunk is spoken, there is a pause for spoken input between the chunks. Readback 
is continued if no response is received (i.e. silence). This pattern could be viewed as reading 
out a single number sequence containing internal phrasal boundaries. If it is viewed in Ois 
way then interruption should be viewed as permitted in die regions around the phrasal 
boundaries. (i.e. in the phrasal pause between blocks). Slight overlap of the interruption and 
die number output could be permitted at die boundaries. 

Chapter HI: Dialogue, first version 

Process Input Block 

Dialogue design 

The mam dialogue process performed by the processor 5 is shown in Figure 2. 
The number transfer dialogue is entered at the top of the flowchart (step 200) with the 
question "what code and number please?". The preceding dialogue is not in,H>rtant for this 
invention. The purpose of this dialogue fragment is to correctly ffll the tdno buffer 10 ^ch 
is initially empty. The basic strategy is to echo each block of digits received from the giver, 
until the giver gives a completion signal (such as "yes" or "thaf s right" or "thank you") or 

remainssilentforapre-definedperiodfoUowmgthereadingoutofanoutputblock. Then 
if the telna buffer constitutes a complete telephone number, with no extra digits, the nmnber 
transfer is taken to have succeeded and a terminating thankyou is given. The dialogue may 
then continue - for example to complete a line test or give a reverse charge caU. 
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10 



15 



20 



25 



Telno buffer structure - first version. 

Figure 3 shows the structure of the simple tehio buffer (10). It has a series of locations, one 
for each digit (typically expressed as ASCII codes or similar). It needs to be long enough to 
accommodate one whole telephone number plus additional space to accommodate repetitions 
or errors that may arise en route. In this example the buffer has M locations (referred to as 
locations 0 to M-1). 

The buffer is split into three regions. These regions record what state individual locations are 
in. These regions are 'confirmed', 'current_bloclt', and 'ungiven*. These regions are 
contiguous, and represented by two pointers: 

The 'offer start point' fo points to the start of the last digits to be output. 

The 'receivCT focal point' fr points to the location immediately AFTER the last digits to be 

output 

By definition: 

confirmed = (0 , f©-!) 
carrent_block = (fo , fr-1) 

In the text that follows these relationships are considered to always hold true. Re-definition 
of fo for example, by definition means that the end point of confirmed has been re-defined 
also, Conversely,re-assignmentof 'confirmed', for example, would alter flxe pointer t» 
accordingly as well. 

The different regions in the buffer can be thought of as a way of assigning a particular state to 
each token in the buffer. The purpose of the dialogue can be seen as gathering values for 
these tokens and also progressing their dialogue grounding states firom 'ungiven' through 
'offered' (represented as the 'current_block') and to 'confirmed*. The use of contiguous 
regions to represent this state is adequate for this simple first version of the dialogue. These 
states have the following definitions: 



35 



ungiven 

offered 

confirmed 



no token value has been received from the giver yet for this token, 
value has been received and offered by the receiver for confirmation 
the token has been confirmed by the giver. 
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11 



These states will be further developed in later versions of the dialogue 

Jn the example shown, fo-5 and fr=ll. Hence, conjBrined=(0,4), and ciirrent_bloGk=(S JO). 
The ungiven region is simply the remainder of the buffer which has no values set» and it will 

5 be omitted from diagrams where it adds no clarity. At the start of the enquiry, fo and fp =0 
are set to zero, i.e. confirmed and carrent_block are set to (0,-1). By convention, if the end 
index of a region is before the start index, the region is considered to be enq>ty or null ("'*). 
As the enquiry progresses ttiese regions will change under the control of the dialogue 
processor (5). For clarity, these regions will be shown in figures as arrows spanning a region 

10 within the buffer, and tiieir index values will be omitted. 



The buffer also contains an ordered list of 'block boundaries'. A block boundary is simply a 
historical record of the point in the buffer at fho start of digit sequences which have been 
played back to the giver. In the first version of the dialogue, these block boundaries are 
15 simply placed at the start of each current^block each time currentjblock is re-assigned. 

Block boundaries are stored as an array of L elements indexed from zero (i.e. Bo, Bi . . . Bl.i), 
where L is an arbitrary limit greater than the number of blocks which will be exchanged in a 
dialogue (e.g. 20 for telephone numbers, as blocks can be as small as one digit and there 

20 could be additional correction digits). The value of each entry in the array records the index 
in the telno buffer where a block has started. In the example, tire region marked confirmed 
will have previously been output as a 'currentJ}lock', which started at telno index 0. 
Therefore block boundary zero points to location zero (i.e. Bo=0). The current Jblock 
shown in the figure starts at index 5, so Bi=S. This is tiie last block boundary as it represents 

25 the start point of the currentjblock at this point in time. In the figures, the block boundaries 
will be shown as arrows pointing to the boundary to the left of the telno entcy they are 
indicating. 



The emerging telno buffer is therefore made up of ^blocks' - i.e. the regions between block 
30 boimdaries. At any given moment, the final block may be taken to be tiie region from the 
final block boundary to flie start of the 'ungiven* region (i.e. fr). 



Block boimdaries are recorded for use during the finalRepairQ- 
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A few important definitions are required to fully understand the flowchart. 

STD This is any digit sequence which coiild be a national UK code such as 

01473 or 0898. These patterns can be easily represented usmg a sinqile 
grammar. 

Body This is any digit sequence which could be a full telephone number 

excluding the STD code. These patterns can also be easily represented using 
a suxqile grammar. 

block The point in the digit sequence when a sequence of digits began an output 

boundary of a digit sequence. 

Block This is a sequence of digits which are being played out, or input, in a 

dialogue turn. A block may be any length from a whole phone number to a 
single digit 

input_block This is the sequence of digits and symbols which reiH-esents the last giver 
turn as captured by the input buffer 4. 

Telno This is the buffer 10 containing the current telephone number hypothesis. 

It is made up firom concatenated input^blocks and retains the block 
structure. 

Current_block This is the sequence of digits within the telno buffer that has been queued 
for output 



get(Input) Referring to Figure 2, at Step 202 this function retrieves a single regularised user 
utterance or 'input^block* firom the input buffer 4. 



Input Conditions 

As can be seen in Figure 2, once the input block has been captured and regularised, the output 
of this process is interpreted by the dialogue. The following cases are detected: 

10 (f) Plain digits with optional preceding "yes" - possibly self-repaired digits. If the 

ci2rrent_block is not empty then (204) add it to confirmed' i.e. set fi,=fr). The input buffer is 
(206) entered in the telno buffer as the new currentjblock. If there are digits in the buffer 
already, the new digits are added to the tail of the telno buffer, is advanced to the next 
empty position. (Note: if desired the process could be modified so that input digits given in 

15 response to a prompt for the STD code are inserted at the head of the buffer.) If the 

input_block contains a self-repair (e.g. "y©s 0 4 no 0 1 4 1 "), it will first be repaired using the 
localRepair algorithm 208 described below prior to being added to the telno buffer. This new 
current_block is then echoed to the giver at Step 210, and a block boundary added at its start. 
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(a) Unclear digits. In case of an input Jblock entry that is unclear (e.g. "3 ? 4" with the middle 
digit being difficult to hear), the input Jblock is not added to telno, and a "sorry?" prompt is 
played (215) to prompt for a repetition of this block. (This mimics the use of "sorry" found 
in the operator dialogues.) 

(b) Garbled input or ambiguous confirmation. In case of an input Jblock that is ill-formed or 
ambiguous, including any block with one or more unclear digits plus non-digit elements (e.g. 
"3 4 5 yes 3" or "no ? 7 5"), the tehio buffer is cleared (214)and the giver is prompted 
(216)for the code and number again. This is a catch-all state intended to match all conditions 
that other states &il to match. This condition coxild also be sinq)ly treated as an Abort 
condition (h) if desired. 

(c) Pardon. In this case the currentjblock is simply repeated (218). 

(d) Contradiction. A flat contradiction such as "no" in the input JilockvnlX cause the telno 
buffer to be cleared at 220, and the giver will be prompted at 222 for the code and number 



(e) Contradiction and digit correction - possibly self-repaired digits. A correction starting 
with a contradiction word in the input Jblock such as "no 3 4 5" will be taken as a correction 
of the currentjblock. This is done at 224 using the immediateRepair algorithm as described 
below. If the input Jblock itself contains a self-repair (e.g. "no 0 4 no 0 1 4 1"), it will first be 
repaked using the localRepair algorithm 226 described below prior to conducting the 
immediate repair after this. Following flie immediate repair the dialogue then (228)says 
"sorry" and echoes the corrected currentjblock, 

(g) Completion signal (silence or "yes"). Once a conq)letion signal is detected confirmed is 
extended 230 to include the currentjblock, and the current J>lock becomes null. Then the 
tehio buffer is tested 232 using pre-defined grammar patterns to see whether it is con^lete or 
not - test(telno). The following cases may occur 

• ok - Con:iplete STD and body. The dialogue says "thank you" at 234 and returns telno as 
Oie gathered telephone number in the ok state 236. 

• Complete body, no STD code. This can be detected by the fact that the first block does 
not start with "0". When a complete number body wifliout a code has been received, and 
the giver gives a completion signal or stays silent after the echo, the system requests (238) 
the code explicitly. This path, if provided, requires the mqdification mentioned above 
under (f). 



again. 
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• Too few digits given. If the giver remains silent or gives a completion signal when the 
blocks of digits recognised and echoed so far do not make up a complete number or body, 
a prompt for the rest of the number is issued at 240. 

An exception is made in the case where the number is exactly one digit too short, i.e. in the 
5 UK it has a valid geographic code (implying that there should be 11 digits in all) but consists 
of 10 digits. It has been observed in trials that the "rest of the number" pronq>t was 
ineffective in this just-too-short case, because it usually arose when the giver thought the 10 
digits already given were a complete number. Therefore a number that is one digit too short 
is treated like an overlengfh number that cannot be repaired (as described below), i.e. the 
10 automated number transfer attexrqpt is terminated in the fail state 242. 

• Too many digits given. This may indicate that one of the blocks of digits (given under 
condition (f) above) was intended to replace, rather than follow, the digits previously 
recognised and echoed. To cope with this, a flnalRepair algorithm is applied 224 to the 
telno buffer. This final repair algorithm is described in detail below. 

15 Once the final repair has been attempted, the telno is again tested 246. If this repair succeeds 
in deriving a valid telephone number (ok), this is read back 248 to the giver for confirmation. 
If it is confirmed by the giver with the standard completion signal criteria (silence or "yes") 
then "thank you" is output 234 and flie dialogue terminates 236 in the ok state returning the 
repaired telno buffer. If not, then no further recorded prompts are played and the dialogue 

20 terminates in the fail state. 

(h) Abort. Whenever the abort signal is received (recognition totally rejected), the current 
dialogue is immediately terminated 242 and the dialogue returns in the fail state. 
Alternatively this could be treated as garbled input condition (b) if desired. 

For all of these conditions, whenever a block of digits is played out to the giver, the algorithm 
25 playBlock(block,endIntonOption) is used as defined in Appendix A. 



localRepair(iiipatJblock) 

This occurs at 208, 226 if there are any spontaneous repairs within a single input block (e.g. 
"3 4 5 no 4 6"). The input Jblock is repaired prior to being fiirflier processed If there are no 
30 spontaneous repairs in the input then local repair returns the input unaltered. Local repair is 
operated by a repair-fi:om-end rule, in which if there are at least as many digits after the "no" 
as before it, the whole sequence of digits before "no" is replaced; if there are fewer digits 
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after than before, only the last N of the digits before "no" are replaced, where N is the 
number of digits after "no". (So the example quoted would be interpreted as "3 4 6".) 

immediateRepair(current_block,inpat_block) 

The immediate correction at 224 also operates on the current Jblock by a repair-from-end 
rule, in which the digits in a "no <digits>" sequence are taken as replacing the same number 
of digits at the end of the current^block, or replacing the whole of the block and continuing 
the number if there are digits to spare. Once repaired the new current__block - including any 
extension of it - automatically replaces the old one in the telno buffer. 

fiiiaIRepair(telno) (Step 244) 

A human operator can usually interpret all number corrections from a caller in-line during 
number transfer by using prosodic information, but the present state of speech recognition 
technology does not support fliis. Similarity-based detection of corrections where the intent 
of the giver is not clear from a transcript of what they have said - automatically treating a 
block as a replacement for the previous block if, for instance, they differ by only one digit - is 
error-prone, since many telephone numbers contain consecutive blocks which are similar to 
each other, especially where flie blocks are of only two or three digits. 

For this reason, the first dialogue has a cautious strategy when interpreting potentiaUy 
ambiguous corrections. If the correction is not a clear repair (e.g. An input of a string of 
digits in the dialogue of Figure 2 where the input is not preceded with a clear 'No'), it is 
interpreted as a continuation and simply echoed back to the giver. If the prosody of the echo 
is reasonably neutral, callers frequently interpret this echo as confirmation of the correction if 
that was their intent, or as a continuation otherwise. If these points of ambiguity are noted, 
then they can be used at the end of the dialogue to attempt a repair of the telephone number if 
it is found to contain too many digits (i.e. a likely sign that there one of our continuation 
interpretations was actually a correction). 

The final repair algorithm therefore attempts to repair an over-length telephone number in the 
tehio buffer by looking for a pair of consecutively entered blocks that are similar enough to 
be a plausible error-and-replacement pair, and deletes the first of the two if it finds ttiem. (In 
principle more than one such repair could be allowed in a single number, but for simplicity 
the present design allows only one repair.) 
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The final repair algorithm is formulated in terms of blocks; in this implementation the units in 
which the telephone number is read out for confirmation are the same blocks as received on 
input. (Recall that the telno buffer stores block boundaries as well as the sequence of digits 
provided by the giver.) 

S Blocks are considered as potential replacements for all or part of previous blocks. The 
principle is that only a unit given by the giver can act as a repair to preceding digits. 

A modified version, in which input blocks can be read back piecemeal, will be described later 
(see below: "Chunked Confirmation Option"). 

The algorithm has five stages, as listed below. Each stage is applied only if the preceding 
10 ones have failed. Within each stage, the criterion for applying the operation is that the repair 
should yield a correct-length number and there should be no other way to get a correct-length 
number by an operation of the same kind. If at any stage the repair is ambiguous (i.e. there 
are two or more ways to achieve a correct-length number), the repair attenq>t is abandoned 
immediately, without trying the remaining stages. 

15 1 . Apply the basic final repair operation - i.e. delete block n-1 if block n differs firom it by 
exactly one digit (through substitution, insertion or deletion). 

2. Delete the last L(n) digits of block n-1 if these digits differ from block n by exactly one 
digit substitution, where L(n) is die length of block n. (This deals with end-of-block 
repetition following a substitution error, but it could go wrong in cases with insertion and 

20 deletion errors, especially in non-geographic numbers where the correct total length is not 
known.) 

3. Delete blocks n-k to n-1 (where k >= 1) if their concatenation is an initial sub-string of 
block n. (This deals with restarts in cases without a prior recognition error. The initial sub- 
string is allowed to be the whole of block n: so the algorithm can cope with simple repetition 

25 of part or all of the number.) 

4. Delete blocks n-k to n-1 if their concatenation differs from block n by exactly one digit 
substitution. (This deals with a restart following a substitution error, or a late correction in 
which the blocks since the one with the error are repeated. It could be extended to allow the 
digits to differ by one insertion or deletion, to cope with restarts following insertion and 

30 deletion errors.) 

5. Delete blocks n-k to n-1 if flieir concatenation differs from an initial sub-string of block n 
by exactly one digit substitution. (This deals wife correction and continuation in the same 
block, including the case with a restart or a late repair, following a substitution error.) 
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Dialogue Wordings 

The message wordings for the dialogue (other than echoes of digits, and ttie initial prompt 
and re-pronq)t which are service dependent) are listed below: 



Function 

Confirm number transfer is over 
sorry <repaired blocks 

can you say that again? 
prompt for rest of number 
request code 

"so that's <repaired number>" 



Wording 

Thank you! (witii final intonation) 

Sorry ... (apologetic with continuing intonation for 
subsequent coirected number) 

Sorry (with slight question intonation) 

Could you give me the rest of the number? 

Sorry, what code is that? 

So that's... (complete number to be concatenated, with 
ending intonation on last block) 



Effect of time-out values on dialogue styles in the basic design 

By adjusting the time-out parameters for the basic dialogue design shown in Figure 2, 
difTerent styles of behaviour emerge firom the design. 

It is possible to enforce a "chunked** dialogue style, with a low value for Tstd (e.g. 0.4s) when 
an STD code is expected or an *'unchunked" style, wilh the Tstd set to default To or longer. 

With the "chunked" style, the giver will typically be interrupted immediately after giving the 
STD code with an echo of this code. Giver behaviour is usually such that the remainder of 
the telephone nimiber is then given in chimks with the giver pausing for feedback after each 
chunk. In this style, the dialogue has thus primed the giver for a chunked style through rapid 
intervention at the start. 

With the *'unchunked" style, the giver will not be interrupted after the STD and is left to 
deliver the number until they choose to wait for the dialogue to respond by remaining silent 
In this case many, but not all, givers will go on to deliver the whole number in one utterance. 
Whenever the giver chooses to wait for a response a fiill echo will be given of the utterance 
to this point. In this style the giver selects the chunking style they prefer, but may be 
unaware that there is an option. 

Both of these styles always echo each input chunk conq)letely after each input regardless of 
its length (although ihcsc echoes do adopt an internal chunked intonation pattmi if they are 
longer tiban 4 digits - See Appendix A for details). 



wo 2004/002125 ^^PCT/GB2003/002672 

18 



Chapter IV: Dialogue, second version 

An extension to the simple strategy is now described in wbich the end-of-block conditions for 
input are the same as in the "imchunked" case, but fully paused chunking is used during the 
readback of longer digit blocks during confirmation i.e. parts of giver input chunks could be 
5 grounded bit by bit rather than all at once. 

The dialogue with this third strategy follows that described with reference to Figure 2 except 
when an input.block (given witiiiout an initial "no") contains more than five digits. When 
this happens, instead of the output being simply an echo of the whole current_block, a 
chunked confirmation sub-dialogue is entered, which is as shown in Figure 4. This sub- 

10 dialogue replaces the simple *'play <cuirentJ>lock>" (210, 218, 238) occurring in the basic 
dialogue and appearing in paths (c), (e) and (Q of Figure 2. During the chunked confirmation 
sub-dialogue, successive chunks, typically containing three or four digits each, are echoed 
back to the giver; there are pauses between chunks, in which the giver can respond by 
confirming, contradicting, correcting or continuing the digit sequence just echoed. The first 

15 chunk in the sequence is preceded by "that* s" if this is the first echo of a digit block in the 

current dialogue, or the first echo following a re-prompt for the whole code and number. The 
sub-dialogue ends with the output of the last chunk of ihe current_block, at which point &e 
main dialogue resumes and possible inputs from the giver are dealt with as in Figure XL 

The division of currentjblock into chunks is described in Appendix A and illustrated in the 
20 flowchart of Figure 6. 

Within a chunked confirmation, if the giver remains silent during an inter-chunk pause, or 
says "yes" or a synonym, the readback simply proceeds to the next chunk. As before, in case 
of a straight "no", the tebio buffer is cleared and the main dialogue is resumed with a "code 
and number again" prompt. The processing of input containing digits is more complex, 

25 because such input may be (i) a correction or repetition of digits that have just been echoed, 
or (ii) a continuation of the number, repeating and possibly continuing beyond digits that 
were given in the original currentjblock but that have not yet been echoed, or (iii) a 
combination of (i) and (ii). The processing of inter-chunk digit input is as follows. Note that 
although block boundaries and correction unit boundaries are recorded in the buffer, this 

30 information is not used until the final repair stage later. 

This modified version . allows more fiexibiUty in the echoing back of digits to the giver, the 
idea being that longer input blocks of digits can be broken up into shorter blocks of a more 
manageable length for confirmation purposes. Secondly, it offers a more sophisticated 
treatment of the input given by the giver in response to requests for confirmation, in 
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particular in allo^g more flexibility in the interpretation of the input as being a correction, 
repetition or continuation of the echoed output, or a combination of these. Thirdly - as a 
consequence of this - it aims to preserve additional information about flie history of the 
dialogue that has taken place, in order to continue to facilitate the correction of some of the 
incorrect decisions that have been taken at die "immediate repair" stage being corrected in the 
"final repair". 

telno bufTer structure - second version 

Iq order to facilitate these extensions, the definition of the buffer 10 needs to be sUghtly 
extended. The progressive confirmation of sub-chunks of the current J)lock requires that 
there is a mechanism to record the parts which have been confirmed, those which are 
currently bemg confirmed, and those which remain to be confirmed. Also the fact that iiq)uts 
may now span multiple ou^ut chunks needs to be recorded. 

Firstly during chunked confirmation, the buffer is given the additional region remainder by 
separating the f, pointer recording flie end of the last digit sequence output (now termed 
'chunk" rather then 'current_block*), from a new pointer, also noting the end of die giver's 
input. Secondly, the starting point ofthe last input is explicitly noted. Thirdly, the definition 
of block boundaries is clarified, and fourthly the concept of Correction Units is introduced. 
Figure 5 shows die structure ofthe extended tehio buffer. 

The relationships between the different regions ofthe buffer are described by four pointers. 
These are as follows: 

The 'giver start point' f| points to the start of die last giver input; 

The 'giver focal point' fg points to die location immediately AFTER the end ofthe last giver 
input; 

The * offer start point' fo is defined to be the pointer to the start ofthe chunk region. 

The 'receiver focal point' f, is defined to be a pointer to flie location immediately AFTER die 

end of the chunk region. Hence: 

confirmed = (0 , 5>-l) 



chunk 



= («.,fr-l) 



remainder 
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The definition of chunk can be seen to be equivalent to that of current_j5lock. Apart from the 
exceptional use, described below, of 'currentjjlock* to pass the input into the dialogue of 
Figure 4, the two are in fact exactly the same thing. 

la the text that follows the above relationships are considered to always hold true. Re- 
definition of fo for exanq)le, by definition means that the extent of chunk has been re-defined 
also. 

The addition of the 'remainder' region can be thought of as adding an additional state - 
'given' - to the states which values in the token buffer can adopt. This state represents tokens 
which have been received from the giver but are yet to be 'offered' by the receiver for 
confirmation. 

Recall that block boimdaries have afready been described which record the history of the start 
of each block of digits which are played to the giver for confirmation — i.e. the history of the 
pointer Therefore, in this extended design, block boundaries are still recorded at the start 
of each chunk in chunked confirmation. The only difference in this new design is that a user 
inpiit can now span a number of blocks. 

Finally therefore, given this difference, associated with each block boundary, are correction 
units (CU's). These are intended to capture the points at which inputs have been interpreted 
as continuations but may actually have been corrections. Thus for each location where an 
input is interpreted to be pure continuation after the previous chunk, a CU is recorded which 
captures details about the extent of this input - that is flie history of tiie pointers ft and fg, on 
the occasions when f|=fr. 

By definition in this extended dialogue design, a correction unit (CXJ) must always begin at a 
block boundary. It also records the number of locations forward from the block boundary 
diat the input spans. The block boundaries and correction units (CU's) are together used to 
record the coarse structure of the history of the dialogue, recording Ae block structure of 
inputs, and the block structure of outputs. This information is then used during finalRepairO- 

The representation of a CU is done by referring to the block pointer of the same index which 
mdicates its start, and giving the CU an extent which counts the number of digits form that 
point to &e end of it. Hence 



CUs^lO 



wo 2004/002125 



10 



21 



PCT/GB2003/002672 



means that coirectioirumt number five starts at block boundary five and extends 10 digits 
fromfliatpoint If it is set to zero then there is essentially no CU at that block boundary. In 
the example of Figure 5, the giver has given.two input utterances which were both assumed to 
continue just after the last output One of these CU's started at block boundary 0, and lasted 
three digits, the second started at block boundary 1 and lasted for eight digits. There is no 
correction unit starting at block boundary 2, This is denoted as CU2=0. 

A single CU may correspond to a single block, or may span two or more blocks; it usually 
consists of a whole number of blocks, but this may not always be the case, depending on how 
conections are handled. It is noted that Clfs may overlap; however, in the current design, 
only one CU can start at any block boundary. During finalRepaiiO aU Block boundaries, 
even block boundaries without CUs are considered as potential sites for repair, but only 
CU*s can be used as a starting point for repair of another block. For a more detailed 
definition of correction units see below: "Correction Units and the finalRepair Algorithm". 



15 



Definitions 

Chunk 
Played 

Remainder 
Input 



The chunk most recently echoed for confirmation 

Current contents of confirmed concatenated with chunk i.e. the digits that have 
been confirmed to date plus die ones currently in the process of being 
confirmed. 

The digits that have been received from the giver but have not yet been echoed 
The digits in the inter-chunk input, after application of any self-repair. 



New Definitions 
Chunked confirmation 



Inter-chunk input 
Block boundary 

Block 

Correction Unit (CU) 
Current CU 



The process of confirming a sequence of digits by confirming it one 
small chunk at a time, pausing for input after each chunk. 
Something said by the giver after one such inter-chunk pause. 
A boundary point in the value buffer where a chunk readout has 
happened sometime in the past 

A region of the value buffer between two block boundaries, or 
between the final block boundary and the end of the current chunk. 
A region of the value buffer starting at a block boundary, spanning 
at least one whole input from the giver, and aligned at the start with 
at least one input from the giver. 

The most recent correction unit in the token buffer widi a non-zero 
value. 
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The process of Figure 4 starts at Step 700. At Step 700, the values of and f, define the 
current_block in Figure n and this current_block contains the last input which in the previous 
design would have been played out in full to the giver. 

Now, at step 701, instead of playing this whole block out, we set the whole of the remainder 
region to cover tihis current_block, and re-define the correntjblock, now named chank, to 
be empty. The function setj-emainderQ does this as follows. 

Firstly, set the new pointers fi and fg to span the cDiTent_oatpat as it is defined in Figure 2. 



Next re-set fr to the start of this input, making chiink empty, to indicate that we have not yet 
played anything out at all. 



Thus the remainder is now set to the last giver input Recall that by definition, remainder = 



At Step 702, a chunk is removed firom the start of this remainder. The length of the returned 
chunk, len, is determined as described in Appendix A and illustrated in the flowchart of 
Figure 6. The new region chimk is now re-defined to be the first len tokens following fr. 



Recall by definition chnnkr=(^&-*l)- This wiU be the first part of remainder to be played out 
to the giver. A block boundary (Bo on the first pass) is marked at the beginning of the new 
chunk to record this new ^. 

At Step 703, chunk is played. If at Step 704, the remainder is null (i.e. fr=fg), control reverts 
(705) to Figure II. Recall at this point fliat current^block is synonymous with chunk because 
they both depend on fo and f^. Thus control will continue in Figure II now treating only the 
last chunk that was played as the current_block. 

Otherwise, if remainder is not null, the input buffer is read at Step 706. Various types of 
non-digit input at 707 to 709, and 713 are dealt with much as in Figure IL 



frfo 



(fr,fg-l). 



Thus: 



fo=fr 



fr=fr+len 
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Isolated 'Yes' inputs (Y) or silence (S) (Step 712) are treated as simple confirmation of the 
chunk. At step 725 the confinned region is esctended to cover tiie chunk region, and chunk is 
set to null. This is done by: 

fo=fr 

Digits input at 710 or 71 1 are dealt with firstly (as in Figure II) by local repair if any internal 
correction at 714. It then moves on to the alignlnput function of Step 715. 



alignlnput(chiink,played,remainder,input) 

This function (see Figure 7) returns the value k, which is the number of digits of chunk which 
10 would be replaced given the lowest-cost alignment of the n digits in input against a 

concatenation of played and remainder^ where the cost is the number of digit substitutions. 
kr=0 signifies a pure continuation is the lowest cost interpretation of the input. k==n signifies 
that the whole input is a correction of digits which have akeady been played. 

This process takes the input and: 

15 1. Conq)ute the alignment distance do with k=0, i.e. for the "pure continiiation" interpretation 
of the input (If input is a contradiction - i.e. (via Step 710 rather than 71 1) prefixed by W - 
then this step is skipped as it is assumed that input must contain an element of correction in 

it). 

2. For k from 1 to n, compute the alignment distance d^ (for the interpretation in which the 

20 first k digits are repetition or correction of the final digits in played and, if k<n, the remaining 
n-k digits are continuation into and maybe beyond the digits in remaifider). 

3. Choose the value of k with the smallest alignment distance. If there is a tie, larger values 
of k are preferred to smaller ones, except that pure continuation (k=0) is preferred to a 
mixture of repetition/correction and continuation (0<k<n). 

25 The "alignment distance" dk is the number of substitutions needed to convert between the 
input string and the string against which is it being aligned (composed of the last k digits in 
played and the first n-k digits in remainder). If k exceeds the number of digits in played , the 
excess digits at the beginning of the input are treated as being inserted at the beginning of the 
echoed number, and the insertions are penalised like substitutions: i.e. each inserted digit 

30 contributes 1 to the alignment distance, n-k exceeds the number of digits in remainder, the 
excess digits at the end of the input contribute nothing to the alignment distance, i.e. 
continuation beyond what has previously been given is not penalised. 
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With the special exception of insertion at the start of played; the embodiment described with 
reference to Figure 4 only considars the possibility of substitution by the input for current 
values in played. A version in which insertions and deletions are possible will be described 
later. In the cuirent embodiment, the cost of substituting in the different regions of the bxiffer 
S is uniform. In an alternative embodiment, it could be desirable to weight the cost of a 
substitution according to what state the token being substituted is in. For example the 
following weights could be used: 

Wconfirmed = 1 .3 (for the confirmed region) 

Woffered = 1 .0 (for the ofifered region i.e. chunk or current Jslock) 

10 Wgiven-0.9 (for the remainder region). 

If these weights were used then it would cost more to align differing tokens in the confirmed 
region than the offered region for example. This is because it has been confirmed and the 
input is thus less likely to be a correction of this region. Correction of the given region could 
be cost less because there has been no attempt to ground it yet. 

15 Also, it is possible to use specific weights for certain symbols. This technique is well known 
in the application of DP matches. For exanqile there may be an acoustically unique symbol 
with great ijnportance which can be used as an anchor in the match. Take the 'slash' (/) and 
'colon' (:) symbols in internet URL's for example. They are both acoustically strong which 
means that the recogniser is likely to get them right often. They also denote important 

20 structure in the iiQ^ut By giving the slash and colon a higher substitution cost, e.g. 2, we can 
ensure that any corrections of regions of the buffer are highly likely to align with these 
symbols. These symbols may also be very important when splitting-15) regions of the buffer 
for chunked confirmation. 



25 Using the aligned input 

Once the best value of k has been determined, then an appropriate dialogue response is 
required. Figure 7 shows this situation. Essentially it is a more sophisticated version of the 
"immediate repair" described with reference to Figure 2. II is now intended to replace C2 
and 12 will replace Rl . However it is possible that II and C2 are identical (i.e. the giver has 
30 repeated some of the chunk to give positioning to the correction). If this is the case II is not a 
repair for C2 and thus the dialogue need not treat it so. More precisely: 

• II is the first k digits of Input 

• 12 is the last (n-k) digits of Input 
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or notated as co-ordinate pairs in the buSer. 
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^0 Rl=(fr,fr+n-k-l) 
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new values from the input given the selected alignment value k. 

ctamlc HpartisIIy or fcllyconucted ».»,«. ™«iui. i.e. the 

y ^°°™='°*'^*»°™'P«r Stan pom. will beset to the start of 

If I=««.«e« and fl» lenga, of His longer than ch^lc, i.e. , *U1 eor,ec«on of 

and f, and li must be corrected accordingly. 
B^^eea«..o„cefl»ne„giver^poi.,(Ob.,^^^^^ 

~.fnece,.,..hene„,np„.nceds,obeeopiedin.othebufl^«thi..e„^^.,„ 
««en.ofremanKier«ttend«lifi,h„go„obey„^^^^^ 

^followingpscuao^forfl^ tocion^^asfe^ i, „.edasa 

W^vana^le.ono.e.h,,e„g.fcofanh«r.ionifonei,«,nnd. T>.^^J^ 
O^te ■^-d.nthene^Wion^a^^^.^deeidehowtochange^ea; 
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if (k==0) { *♦ Pure continuation, CU conditioa A ♦* 
fr=fr 

CUstate="A" 

elseif (k<=(fr-fo)) { ** Correction of part or all of chunk. CU condition B ** 

fi=fr-k 

CUstate="B" 

10 elseif (k>(fr-f;,)) { ** Correction of all and insertion before chunk. CU condition C 

f|=fa 

inSF=kr(tr-ta) 

telno.value(fi+ins .. fg-l+ins) = telno.value(f| fg-1) 
15 fr=fr+ins 
fg=fg+ins 
CUstate="C" 

} 

20 tehio.value(f| f|+n-l) input(0 ..n-1) 

if((fi+n)>fg){f«=ft-^} 
return cuState 

reComputeCU'sO 

Using the CU state calculated at step 716, Step 717 modifies the cotrection units if necessary. 
25 The rules for doing this, and the reasons underlying these rules are described in detail later in 
section * correction units and the final repair algorithm* . 

Deciding the next chunk. 

After changing the values in the tehio buffer, and updating the correction units, the following 
three conditions are managed by the dialogue to keep this correction grounding 
30 understandable by the given 

(a) Chunk has changed (11^2) or input is an explicit contradiction (i.e. starting with TST ). 
This condition is recognised at Step 718, exit "Yes". 

fc this instance (Step 719), the current chunk is set to span CI plus ttie whole of the input 
(C1+I1+I2) and remainder is set to be R2. Points t is thus moved to the start of R2. Then 
35 an announcement is played, "sorry" (Step 720) followed by echomg of the corrected chunk 
in its entirety at Step 703. N.B It is possible for II to be longer than C2 (and hence CI is 
empty) due to the alignment baclring-off into earlier played digits than the current chunk. 
Hence: 

fo=fo (i.e. unchanged) 
40 fr=fr-Ha-k 



case. 



) 
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As f;, IS unchangeiSRiew block boundaries are created in this 

(b) Chunk hasnt changed (I1=C2) and U is 1-5 digits (Step 718. exit "No"; Step 722. exit 
"Yes"). 

M this case the cmrent chunk is considered confinned. and the continued part of the input 12 
is prepared to be played out as the next chunk. 

•nius in step 721, confinn(chunk). the pointer is moved to just after the end of chunk. 
f.=f. 

Then at Step 723. the next chunk is then set to span 12 and. the new remainder becomes 
sinq>ly R2 again by: 



fr=fr+n-k 

As has changed, a block boundary is set with the value of U This next chunk is echoed in 
its entirety at step 703. 

(c) Chunk hasnt changed and £2 is empty or more than 5 digits (Step 718. exit "No"; Step 
722, exit "No"). 

Again, the current chunk is confinned at step 721. so the pointer f, is moved to just after the 
end of chunk («,=f,). M this case. 12 has got too big to confinn as a single chunk. Instead. 
remainder is set to be 12 plus R2, Hence: 

nie process returns to the standard process (Step 702) of finding the first chunk in it to be 
confinned, and as has changed, a block boundary is set with the value of i; (this is what 
addBotindary(chunk) does) . 



Figure 8 illustrates the above by showing how and when new block boundaries are created. 
N.B. In case (a) a new chunk is created which overlaps the previous chunk but there is only 
one block boundary. 



Correction Units and the finaBRepalr algorithm (second version) 
Correction Unit Definition 

Conceptually a CU represents a block of digits as input by the giver. ITut is to say in the 
simplecaseliieregionstretchingfiomf,tojustbeforef^ However, inputs can themselves 
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be interpreted as corrections or repetitions of information input in previous utterances. In this 
case the original correction unit may be retained, but altered, and maybe lengthened, by this 
new input 

Figure 7 shows the confirmed values, the current choiik being grounded, and ibe remainder 
5 values to be grounded as discussed in the previous sections. As already described these three 
buffers can be thought of as a single buffer telno which is broken into different blocks. Each 
block has a start point denoted by the boundaries Bo...Bm.i. A block is taken to stretch from 
one block boundary to the next block boundary or flie end of the buffer contents if there is no 
next boundary. The primary tiling to note is tibat block boundaries are recorded wherever a 
10 chunk starts in a new place in the telno buffer. Under condition (a) in the preceding section, 
chunks can be written and re-written over the same portion of the buffer without creating any 
new block boundaries. Whenanewblockboundary is created, then the region between it 
and the previous block boundary becomes a block. Hence chunks are the same as blocks if 
the giver remains silent, confirms or continues at inter-chunk boundaries, but they can be 
15 very different if the speaker ever backs-up to make a correction or repetitiorL 

TYa^finalRepair algorithm (second version) described above uses the concept of Correction 
Units (CU's) which are used to repair the telephone ninnber when it is found to be over- 
length. 

20 

Conceptually a CU represents a sequence of digits as input by the giver which lines up with 
the start of a sequence of digits offered as ou^ut. It has already been noted that, for the 
simple unchunked case, if an input is an explicit correction, the resultant repaired block 
becomes a CU which replaces the original one and this whole new CU is used as the output 
25 for the next conjBrmation. Block boundaries in such a case will always line up witii the start 
of CU' s. For CUs arising other than from inter-chunk inputs in chunked confirmations, this 
basic definition is all that is needed. 

In the chunked confirmation case, there can be one correction unit starting at each block 
boundary, namely CUo**. CUm-i. These correction units are represented as an integer 
30 number of tokens counting forward from the block boundary. However only some of the 
blocks have a correction unit (CU) associated with them. Those without are represented as 
CUy =0. Correction units can overlap, and need not end at block boundaries. 

By way of exaniple m the diagram (Figure 7) block 0 has a correction unit, CUo , spaiming to 
the end of the token buffer. CUi and CUz are not present (i.e. zero), denoting the fact that a 
35 continuing input from the giver has only happened at the start of the first block 
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In the following sections exanqjles will be given. The notation used for these examples is 
defined as follows: 
N = no. 

C= coirection acknowledgement: "sorry" (preceding echo of block). 
S= silence 

Y= **yes" or synonym 

* is not part of the dialogue - it indicates to the reader that the digit preceding it has 
been misrecognised. 

Examples of dialogue turns are given, when not tabulated, in the form of the string 
recognised as received from the giver, a hyphen, then the string spoken by the system. 

CU*s and Non-Chimked Confirmation (cf. Figure 2) 

In the basic dialogue with no chunked confirmations as shown in Figure 2, there is one CXJ 
for every block, and CU's always span a single block exactly. The variable cnrrent_bIock 
can be considered to play the same role as chunk in the chunked confirmation. The rules for 
ClTs in these circumstances are 

A New CU's are created whenever an input is interpreted to be a pure continuation. 
This entire input will become a corrent_block to be played out A block boundary is thus 
inserted at this point 

B When a repair is given by repeating only the end of the just-echoed "chunk", the CU 
is unchanged. An apology will be given to the giver and the cmrent^block, set to the new 
value of tiiis corrected CU, will be played out: e.g. in "123-124* N23-C123" the lepaired CU 
is "123". Also after a repair and continuation in tfie same utterance, no new CU is created but 
the CU is extended to cover ttie entire input: An apology will be played out, and the 
current_block will be set to the value of this extended CU and played out e.g.:" 123-124* 
N123 168-C123 168" yields a CU " 123 168". 

CU*s and Chunked Confirmation (cf. Figure 4) - Summary 

la the case where chunked confirmation is used, the definition of OLPs becomes more 
complex. Basically, when a digit string is received from the giver it is gradually broten into 
chunks for ou^ut one at a time as the chunked confirmation evolves. As described, separate 
block boundaries are marked in the buffer as the confirmation evolves. Initially flie whole 
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input string is a single dJ since it was given by the giver in a single utterance. However, this 
CU can be modified and additional CtTs can arise from inter-chunk inputs (cf. Figure 4). 

Correction Units are intended to capture the regions of the tehio buffer which have been 
interpreted in one way, but may actually have been a repair of a preceding blocks before 
them. Thus fliey can only start at points that co-incide with the start of input utterances. This 
is because any oflier interpretation will not have remained ambiguous in the dialogue and 
hence will not be useful during final repair. 



10 reComputeCU's(k,CUstate) 

As will be seen in the subsequent description, the ClPs are directly associated with f, and fg 
when tiiey are created. Sometimes however an input will extend an existing CU rather than 
create a new one so there is not a 1 : 1 correspondence between input and correction unit. 

15 On creation, if it is a simple CU, then the start of the CU would be f| and it would extend (fg- 
fi) digits in extent. However due to the CU rules, flie CU start point will not be changed, but 
it could be ^tended to a later fg point if necessary. Hence a ClTs index number identifies its 
iimnutable start point, but its extent may be modified by a later input. 

20 CU's are altered or new CU's generated by the function reComputeCU's(k) in step 717. 
This function extends the two rules we have for the unchunked case above, and adds an 
additional rule. These three rules correspond to the CUstatc's returned by the function 
updateBufferO in step 716. The rules are all based on the value of A: and the length of chunk 
as follows: 

25 

A. (fc=0). The input has been interpreted as a pure continuation from the end of chunk. This 
input becomes a new correction unit (CU). The initial part o^ or all of tiie input will be 
echoed back to the giver as the next chunk. 

30 Thus given that current ' chunk' starts at block boundary Bx (=Q and ends at index (fr-1), 

and f|==fr because k==0, then: 



CUx+i-fg-fi 

35 This input may actually have been a correction rather than a continuation and hence its 

status as a correction unit. 
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B. (k <» lengtli(chank)) . The input is inteqjreted as a partial or exact replacement or 
correction of the chunk, with a possible continuation. 



5 This condition does not create a new CU, but it does extend the cuirent CU to span the 

whole of the current input if it does not already do so. 

Thus gjcvm that current CU is CUy which starts at block boundary By (recall that the 
current CU is the last NON-ZERO correction unit and thus there may be block 
10 boundaries following the start of fhe current CU), 



if (CUy< V^y) then { CUY=fB-BY } 



If it was a correction, the receiver will hear a 'sorry' followed by the corrected chunk. 
IS (condition (a)). If it was a repetition, the initial part of, or all of the continuation will be 

echoed back to the giver as the next block. 



If the interpretation was correct then Ae correcting function of this input has already 
taken effect, so it will not require a CU to allow it to have a correcting function. If the 
20 chunk already had a possible correcting function there will already be a CU diere, and the 

original CU will itself be corrected by diis input If this interpretation was wrong, then 
die next proir^t will make it clear that an incorrect interpretation has been made and the 
giver has an opportunity to correct it 



25 C. (k>length(clmnk)). The input is interpreted to completely replace the chunk and also 
inserts additional digits at the block boundary where before the chunk. Continuation may 
well be present also. This is a special case due to the fact that alignlnputQ only repairs 
the current chunk when die input has actually aligned further back into preceding values 
in the buffer. 

30 

A new CU is created if there is not a pre-existing one at that boundary. If this CU does 
not span the whole input it is extended to do so. 



35 



Thus given that the current 'chunk' starts at block boundary Bx ("=<,) and ends at index 
(frl): 
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10 
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20 



25 



if(CUx=0){CUx=frBx} 

else if (CUx<f8-Bx) then { CUx=fg-Bx } 

The giver will hear "Sorry" followed by an echo of the whole of the current input. Hence 
it will be clear that this input has been treated as a correction of preceding digits. 

As there has been an insertion at block boundary, this CU is very likely to actually 
contain a measure of correction of a previous block- Repair of this mistake can occur at 
finalRepairO- 

Final repair 

The fmalRepair algorithm described earlier can be modified to use the concept of Correction 
Units (CLTs) in order to repair the telephone number when it is found to be over-length. 

Ih this case the nimibered steps given previously are replaced by the following: 

1. Apply the basic final repair operation - i.e. delete block n-1 if CU n differs from it by 
exactly one digit (through substitution, insertion or deletion). 

2. Delete flie last L(n) digits of block n-1 if these digits differ from CU n by exactly one digit 
substitution, where L(n) is the length of CUn- (This deals with end-of-block repetition 
following a substitution error, but it could go wrong in cases with insertion and deletion 
errors, especially in non-geographic numbers where the correct total length is not known.) 

3. Delete blocks n-k to n-1 (where k >= 1) if then concatenation is an initial sub-string of CU 
n. (This deals with restarts in cases without a prior recognition error. The initial sub-string is 
allowed to be the whole of CU n: so the algorithm can cope with simple repetition of part or 
all of the nvimber.) 

4. Delete blocks n-k to n-1 if their concatenation differs from CU n by exactly one digit 
substitution. (This deals with a restart following a substitution error, or a late correction in 
which the blocks since ttie one with tiie error are repeated. It could be extended to allow the 
digits to differ by one insertion or deletion, to cope witfi restarts following insertion and 
deletion errors.) 

5. Delete blocks n-k to n-1 if their concatenation differs from an initial sub-string of CU n by 
exactly one digit substitution. (This deals with correction and continuation in the same 
block, including the case with a restart or a late repair, following a substitution error.) 
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The finalRqsairO algorithm unplements the principle that the tokens following a correction 
unit boundary that can credibly be considered to be contiguous, may in feet be a repair for 
tokens which occur before that boundary. A second principle that is used in the finalRepair 
algorithm is that, based on behavioural observations, giver cotrecting inputs will tend to 
5 either start or end at a block boundary. In the current implementation the block boundaries 
are those imposed by the receiver, attempting to adopt giver start points as block boundaries 
wherever a continuation interpretation is made. 

These principles could be hnplemented by different algorithms which differ in detail, but not 
intent, over the algorithm described above. For example the algorithm already adopts an 
10 approximate interpretation of the alignlnputO algorithm, but with differences. It does look for 
possible insertion and deletion errors. It does not however currently exhaustively explore all 
aligmnents. Instead, for the reason stated above and for efficiency, it biases the search 
towards block boundary decisions. The algorithm could be straightforwardly extended to 
allow a full DP match during finalRepair. 

15 As has been seen in the test(telno) function, it is also a possibility to define a grammar (for 
example a regular expression) to describe what a complete telephone munber looks like. 
Then, the decision as to whether a particular repair option is successful or not may be made 
according to whether the resulting buffer contents match this grammar or not 

20 Examples 

(The notation used here is as defined earlier) 

Example 1 (restart fiom earlier block - fiill repair of last chunk): 



Giver Interpretation System 

01234567890 A thats_.01234 

S 568* 
N01234567 C C01234567 

S 890 
S 

After this flie blocks in tehio are 01234 01234567 890 and the ClTs are 01234012345, 
25 starting at the first block, and 01234567, starting at the second block. The first CU was 
created at the first utterance and its length is unchanged although its content has been 
changed; this looks anomalous, but shouldn't matter, especially in a case like this where it is 
at ttie start of the number. (The CU at the first block is never used since ttiere is nothing 
before for it to correct.) The second CU was created by the correcting input after the 
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recognition error; it will be used in final repair so that the first block gets deleted. The repair 
succeeds at stage 3. 

Example 2 (restart from earlier block outside the chunked sequence, with continuation - full 
repair of last chunk): 



Giver Interpretation System 

01234 A 01234 

567890 A 54*7 

01234567890 C C01234567890 
Y 



The blocks after this are 01234 01234S67890, and the CU's are the same. The repair succeeds 
at stage 3. 

Example 3 (continuation misinterpreted as repetition, followed by correction misinterpreted 
10 as continuation): 



Giver Interpretation System 

01234123123 A thats_01234 

S 123 

123 B 124* 

123 A 123 
S 



This results in blocks 01234 123 124 123, and ClTs 01234123124 (from original input, with 
last digit misrecognised) and 123 (from last input). Final repair succeeds, because the block 
124 is not a CU and so it cant create a repair ambiguity by being a candidate to replace the 
15 preceding 123. The repair succeeds at stage 1 . 

Example 4 (correction misinterpreted as continuation, followed by third-block repetition 
misint^reted as fourth block): 



Giver Interpretation System 

01234123123 A thats_01234 

S 125* 

123 A 123 

Y123 A 123 
S 



This yields blocks 01234 125 123 123, wifli CLTs 01234125 123 (from the original input), 123 
20 (from tiie inter-chunk input, overlapping with the first CU) and 123 (from the last input). 
Stage 1 of final repair will delete the block 125 in favour of the CU 123 that follows it 
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Giver 

01234567890 

S 

S 

01234567 
N 34567890 
Y 



Interpretation 
A 



A 
B 



System 

That*s_01234 

567 

890 

01238* 

C01234567890 



After this the blocks are 01234 567 890 01234567890 and the ClTs are 01234567890 (at the 
beginning) and 01234567890 (from the second input type A, extended by the thiid, type B). 
Stage 3 of final repair will replace Ac whole of the first CU. 



Example 6 



Giver 

01234567890 

S 

S 

01234567890 

N34567890 

Y 



Interpretation 
A 



A 
B 



System 

Thafs_01234 

567 

890 

01238* 

C01234567890 



After this the blocks will be 01234 567 890 01234567890 and the CU's wiU be 01234567890 
and 01234567890. Stage 3 of final repair wUl replace the whole of the first CU with die 
second CU. 

Example 7 



Giver 

01234567890 
S 

s 

01234567890 

N01234 

S 

S 

Y 



Interpretation 
A 



A 
B 



System 

That's_01234 

567 

88*0 

01233* 

CO 1234 

567 

890 



This yields blocks 01234 567 880 01234 567 890, with CU's 01234567880 and 
01234567890. Stage 4 of the final repair wiU replace the first CU with the second. 
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Chapter V 

Other possible dialogue variants 

Possible variations on the above dialogues include the following. 

• In the &st simple variant of the dialogue, it would be possible to interpret every input as 
5 a continuation (i.e. echo everything received back to the caller, possibly with a *sorry * 

preceding all utterances starting with 'no')- These can become new blocks, and the 
finalRepairO algorithm used to decide the coixect interpretation at the end. Blocks 
derived from an utterance containing 'no' could be noted and the final repair could insist 
that they have a correcting ftinction, or bias choice of alternative corrections towards 
10 those interpretations with these utterances having correction functions. This approach 

may be especially beneficial in circumstances where it is difficult to do the interpretation 
between inputs for reasons of speed or technical architecture. 

• If there is a missing STD code with a fiiU body following a completion signal and the 
caller CLI is available, it mi^t be best to guess the code firom the caller's code. In the 

15 trial CLI was not available so we used the strategy of explicitly asking for the code 

instead. 

• On straight "no", the system could clear only the currentjjlock, apologise and ask for a 
repeat of the block: either "sorry! could you repeat that" if after first block output or 
"sorry, can I have that bit again" if after subsequent block outputs. This would have the 

20 advantage of requiring less repetition by the giver, but the disadvantage of possible 

confusion as to what "that bit" refers to. 

• The repair algorithm could be modified, for the self-repair case ("<digits> no <digits>") 
or the correction-of-echo case ("no <digits>") or both. In particular, when there are 
fewer digits in the replacement block (after the "no") than in the block being corrected, 

25 the present algorithm replaces only the end of the original block. A simple altemative is 

to replace the whole of the original block; but this yields the wrong result - in a way that 
may not be obvious to the giver - where the giver is correcting an error in the last chunk 
of a block (containing two or more chunks) without repeating the earlier digits in the 
block. More sophisticated strategies could be devised, replacing the whole block or only 

30 the end of it according to the degree of similarity between the replaced and replacement 

digit strings or according to heuristics based on block length. The present algorithm has 
the advantages of simplicity and explicitness (it should be clear to the giver that the block 
echoed after the repair, which is always at least as long as the block echoed before it, is 
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intended to replaceffie whole of that block); its disadvantages are that a correction of the 
early part of a block will be misinterpreted if followed by a pause and that it is very 
difficult for the giver to conrect an overlength block at the end of a number (the only way 
to do this is to give a straight "no" or garbled input which causes the system to clear the 
buffer and start again). 

• In the case where, on receiving a completion signal or silence, the first block in flie buffer 
does not start with "0" but the last block does, the software could test whether a complete 
number can be obtained by moving the last block to the beghming and, if so, treat the 
acciraiulated input as a conq)lete nxmiber. The dialogue could optionally offer the 
rearranged number for confirmation, as it already does in the case of a repaired number 
after entry of too many digits. 

• "Thank you" could be added as an explicit completion signal immediately following the 
echo when the digits given so far constitute a complete number. This should work well, 
and would correspond to the most common pattern in human operator dialogues, when 
there had been no error and correction during the number transfer; but it could confuse the 
giver in the case where one of the blocks given was actually a replacement for the 
preceding block and flie number was therefore not complete. The more subtle completion 
signal adopted in Figure II (just a change from continuing to ending intonation in the 
echo) seems less likely to cause such confiision. The "Thank you" message is given only 
after a completion signal or silence from the giver. 

• The repair-fix>m-end strategy of immediate repair is usually successful, but it &ils in the 
minority of cases where the giver repeats only a non-final part of the previous block. The 
problem with non-final partial repetitions would require a similarity-based correction 
strategy, in which the digits after "no" would be taken as a correction for the part of the 
previous input that they most closely resembled. 

• The repair-from-end rule will also fail in cases with insertion and deletion errors 
(artificially excluded from the trials to date, but occurring occasionally as wizard errors), 
since it assumes that the correcting digits must replace the same number of digits in the 
previously recognised input. Here again, similarity-based matching might be required. 

Chapter VI 

Figure 9 is a modified flowchart which essentially integrates the functionality of the two 
flowcharts of Figures 2 and 4 to give a generalised solution to Hie problem. It has two 
possible start-points. 
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The first - start(iiiitial) - notes that is not essential that the original input that is now to be 
read back and confirmed by means of a spoken response should itself actually have been 
generated firom a speech input Thus the process shown in Figure 9 could be applied to input 

5 fi*om another source. One example of this, in the context of a telephone number dialogue 

might be where the system obtains a number (or part of a number such as the STD code) firom 
a database, or perhaps assimies that the code will be the same as the user's own STD code, 
but needs to offer it for confirmation in case it has "guessed" wrongly." This can be done by 
using the start(initial) route and setting initial to the assumed *STD*. The giver can then 

10 confirm this, correct it, or continue to give the nimiber in the same fashion described 
previously. 

The second - startC***) - starts with an empty buffer and asks an initial question to elicit an 
answer. This represents the normal operation described to date. 

Another difference in figure 9 from previous embodiments, is that once the telephone nvimber 
15 has been successfully repaired, it is again offered for confirmation using the same algorithm. 
This is directly equivalent to re-starting the algorithm at start(initial) and setting the 'initial' 
value to be the repaired telephone number. It can thus be seen ^t this invention can be used 
for the input of unknown information or for the confirmation of possibly uncertain 
information in the same framework. 
20 Chapter Vll- Dialogue, fourth version 

Wifli the special exception of insertion at the start of played\ this embodiment described 
previously only considers the possibiUty of substitution by the inpiU for current values in 
played. In fact, observed speech recognition errors for digit recognition are more likely to be 
substitutions than insertions or deletions. However, insertions and deletions are possible, and 

25 this algorithm is capable of being general for any token sequence such as alpha-mmoerics 
(e.g. post-codes) or even natural word sequences (e.g. a single dictation task). The 
alignJhput algorithm can be straightforwardly extended to consider insertion and deletion 
errors. One such method to do this is to use dynamic-programming alignment (DP matching), 
such as the algorithm described in our International patent application WOO 1/46945, or any 

30 other DP alignment algorithm as is well known to those skilled in the art. If insertions and 
deletions are to be allowed in aligtilnput then, in the following description, the update of the 
buffer pointers following input, the re-assignment of correction units, and the block 
boundaries, all need to take into account the insertion and deletion effects. This can 
straightforwardly be done by shifting the pointers following the modification point to the left 

35 following deletions and to the right following insertions. 
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In this «^in,ent of the invention, a modified token bufif^used. TTiis stores the 
current hypothesis about the token sequence being transferred between giver and receiver 
and also the current state of the dialogue grounding state. The buffer is a sequential Kst of 
tokens (words, digits, letters etc), each token has an Index reference number, a state and a 
value. Special values may also be used to store phrase boundary information. Figure 10 
shows an example token buffer state for a partially grounded telephone number, including the 
special start token and special phrasal boundary token ' #MT„ token buffer structure also 
has a cost associated with it Thecostof an empty buffer is initially zero. Note that the use 
of the phrasal boundaries is optional, as also is the use of a cost field for the token buffer. 

The token grounding dialogue is designed to act as the receiver in the dialogue filling 

tim buffer sequentiaUy by taking digitinputsfiomagiver.attempting to ground t^^^ 
and respondmg to corrections during this grounding. 

In order to do this it must store the grounding state of each token as well as its value 
Table 5 shows the different states, and sub-states which a token can be assigned. Initially a 
token .s nngiven (S) and generaUy has no value, although in certain circumstances it may be 
desirable to assign an initial value if there are strong prior expectations as to what sequence is 
expected. Once a value has been given by the giver for a token it moves into the state 
givend). If this is the first time this token has been discussed it will be given-initial(l^ If 
It IS a correction of a previously given token it wiU be given-corrected (I.). Once a token 
has been reflected back to the giver by the receiver it becomes gro«nded.«ffered(F.). once 
It has been acknowledged by the giver it then becomes grounded-confirmed(FB) These 
states arc an extension of the scheme proposed in "Speech Acts Approach to Grounding in 

^versation.-ftoceedmgs 2nd Intenmtianal Conference on Spokenl^gua^^ 
(ICSLP-92). pages 137-40. David R. Traum and James F. Allen. 



State 


Sab-state 


Name 


Description ' ' " 


S 




Ungiven 


Token has not been given yet. (start state) 


1 


1a 


Given-Ihitial 


Token is given by the giver but un-grounded. 




1b 


Given-Corrected 


1 ofcen re-given by the giver with a corrected 
value. 


F 


Fa 


Grounded-Offered 


1 oken echoed by receiver for grounding. 




Fb 


Grounded-Confiimed 
Table 5. PosfiiKia 


Token fiilly confirmed by giver by either 'yes' 
or by repetition. 
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Li' order to keep track of the dialogue state, the token buffer also contains four 
pointers. Two of these are the giver focal point - fg , and the receiver focal point - fr. These 
two, ^ and fr , axe used to note the focal point in the token sequence at the end of each 
dialogue turn (giver and receiver). They indicate in the buffer the token inimediately 
following the token where the last turn ended for each participant i.e. tiie token which would 
have been input next had the speaker continued. 

Two additional pointers are recorded. These are the giver start point fi and the 
receiver start point f© . These point to the token in the buffer where the last turn of each of 
these speakers began. Thus, immediately following a turn by the respective participant, die 
last input &om the giver can be taken to be tokenbiif[f| fg-1] and the last token sequence 
echoed by the receiver will be tokenbuflfo fr-1]. 

This information can usually, but not always, be inferred from the states of the tokens in the 
buffer. As the dialogue system is the receiver then fo and fr are always accurately known. 
Following the echo of a token sequence by the receiver, the tokens just echoed will be set to 
state Fa. The receiver start point will be the start token of this sequence of states and the 
receiver focal point fr will be Hie token after this sequence of states. In the case of die giver, 
the supposed alignment of the input widi the current state of tiie buffer has to be decided. 
This decision is used to mark where Ihe giver input is believed to start - ft and end - fg. 
Typically will be at the end of a sequence of tokens in the buffer in state 1 A. 
In the following description the following notation will be used: 

bufifer[a..b] - The values and states of the buffer between index a and b 
buffer .value[a..b] — The array of buffer values between index a and b 
buffer.state[a..b] - The array of buffer states between index a and b 
tokenbuf.score - The global score of the buffer. 

In cases where the subscripts are omitted then the whole extent of the buffer is used, e.g: 

buffer - The whole buffer including states and values and cost 

buffer. value - The array of all the values in the buffer 
buffer.state - The array of all the states in the buffer 

Note that this buffer structure is used throughout this embodiment to store sequences of 
tokens in various contexts. It is not just used for the token buffer itself. For example the input 
returned from the recogniser is stored in this structure and also intermediate values in 
processing algorithms use it as well. 

Figure 1 1 shows the flow diagram for a telephone number grounding dialogue. 
Broadly speaking the purpose of this dialogue is to gather and ground input from the giver 



wo 2004/002125 



PCT/GB2003/002672 




41 



10 



15 



20 



into the token buffer. This will continue as long as the giver wishes to give more tokens. 
Then the resulting buffer is matched to pre-defined patterns to check for completeness, 
repaired if necessary, and returned with a status to the calling application. 

In slightly more detail the algorithm has the following cyclical pattern. 

An input is received from the giver. This input is then interpreted - with reference to the 
cuirent token buffer - to decide which tokens in the buffer are to be updated by the new 
input. The interpretation has a cost of match associated with it. Once this interpretation is 
decided then the buffer is altered to give it new tokens in altered states. The cost of the 
buffer is increased by the match cost Then the start and focal indexes for the giver are 
updated. 

The updated token buffer is then classified as 'ungrounded', 'matched' or 'repaired' . 
The 'ungrounded' state means that there are still tokens in the buffer which have not been 
fidly agreed (grounded) between the giver and the receiver, i.e. they are in tiie 'given' state, 
in this case these ungrounded tokens (plus any appropriate context) will be offered by the 
receiver back to the caller. One of the main purposes of this invention is to manage this 
repetition process and ensure at all times that the giver and receiver are synchronised. 

The 'matched' category occurs when there are no ungrounded digits left in the buffer. 
The sequence of grounded token values is matched against a pattern to check whether a 
complete sequence has been received. If not, other patterns are tried to identiiy why the 
token sequence is incomplete and corrective action is taken in the dialogue — eliciting further 
tokens for groxmding. 

The 'repaired' category is tried when the grounded buffer does not match any of the 
patterns. In this case an attempt is made to repair the buffer by looking for other plausible 
token sequences given the dialogue histoxy to date. If this is possible then die rq)aired buffer 
is matched against one or all of the grammars as above. If no match can be found to a 
repaired buffer then the process ends with a failure condition. If a match can be found for the 
repaired token buffer - then the token buffer is re-grounded to make sure that the repair was 
correct 



30 



After each turn which does not result in a conclusion the users input is gathered and 
the cycle is repeated. This continues until a successful transfer occurs or the dialogue ends in 
failure. 
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The foUowing'sectiotis discuss fliis process in more detail. As described above the 
algoritiun is cyclical. The detailed description of the algorithm begins at flie start point of 
Figure 1 1 by describing how the algorithm responds to the current status of the token buffer. 
Recall that in most use-cases the token buffer will initially be empty but it could be given a 
S value if the application so desired - for exanq)le if the system already had an uncertain 
telephone number it wanted to confirm with the user. An empty buffer is one where the 
special 'start' token in the grounded state is at index zero. This represents the agreed starting 
point for both the given and the receiver. All other tokens are empty in the ungiven state. All 
pointers point to index 1 (i.e. the first empty ungiven location). 

10 The algorithm begins at Start point 1 102. A first pass through the dialogue will now 

be described, but description of those alternatives that are not relevant to the first pass will be 
deferred until later in the narrative. We assume that the token buffer is initially empty. The 
pointers fo, fr, fi, fg are all one. At 1104 the status of the token buffer is examined and the 
buffer is found to be empty, so the algorithm proceeds at step 1 1 06 to play an aimouncement 

15 asking for spoken input firom the giver (on the first pass through the flowchart the word 
"again" is suppressed). At 1 108 the giver's input is received by the recogniser. Assuming 
successful recognition of digits, path (£) is taken, leading (if necessary following local repair 
1 1 10, which is performed as described above) to an "interpret input" step 1112. Given that 
the token buffer is empty, this step simply serves to copy the digits contained in the input 

20 buffer into the token buffer, to record such digits as being in State 1 A, and to set the pointer 
to point to the next ungiven location in the token buffer (i.e. if 6 digits have been entered, 
fg will be set to 7); the other pointers remain at one. The process then returns to 1 104 for 
another pass. For description of addCP(tokembuJ) 1 1 13 see 'Tinal Repair*' below. 

The state of the token buffer is used to decide what the receiver should say next. At 
25 the start of the dialogue and after every giver dialogue turn, the status of the buffer is checked 
in Step 1 104 using function Statns(tokenbuf). Grounding status is checked and grammatical 
criteria are used for completion tests and repair. 

Determining the status of the token buffer is done by following the flow diagram 
shown in Figure 12. The buffer is first tested 1201 to see what its grounding state is. If it 
30 contains any imgrounded tokens then it is considered ungrounded 1202. This means that the 
contents of the buffer has not yet been fiilly agreed between the giver and Ae receiver. This 
will usually be the case until the giver gives a completion signal - such as ^yes' or remains 
silent at the end of a sequence of digit transfers, tt can happen in other ways - the most 
special being the initial condition where the initial empty buffer is considered to be fiilly 
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grounded and then matched against an empty pattern to kick the whole algorithm off« 
Ungrounded buffers are ften furOier categorised into one of four ungrounded sub-states. 
These ungrounded sub-states are returned as the status of tiie token bufTer. 

If the whole buffer is found at 1203 to be grounded then its confirmed contents can 
5 then be matched against the grammar patterns to decide what to do n«t If any grammar 
patterns are found to match (hen the name of the matching grammar is returned at 1204 as 
the status of the token buffer. 

If no matching granmnar is found then an attempt is made at 1205 to repair the buffer 
to make it match one of the grammars. If this succeeds then the name of the repaired 
10 grammar is returned as the status of the token buffer. 

If none of these succeed then the status of the token buffer is considered to be 
nomatch at 1207. 



15 



Table 6 summarises the truth table for deciding, at 1201 in the fimction 
groundingStateQ, on the grounding state of the buffer. The grounding states indicated in the 
table are selected if the results of the four Boolean tests shown in the table match the pattern 
for that grounding state. 



Grounding 
State 


1a before f. 


1b b^orefr 


fg<fr 


lA,libFA after f. 


Corrected 


X 


1 


X 


X 


Prepended 


1 


0 


X 


X 


Repeated 


0 


0 


1 


X 


Continued 


0 


0 


0 


1 


Grounded 


0 


0 


0 


0 



Table 6. Trnfh table to determine the grounding state of the token buffer, (mither 0 

orl) 

20 The states are described below. Examples of how these states may occur are given, and the 
action to be taken next is outlined. 

• ungrounded(corrected) - The buffer has corrected tokens (1b) before the receiver focal 
point (fr). This state will occur whenever tokens which have been offered to the caller are 
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corrected by the giver and requires the next turn to wind-back and repeat previously offered 
tokens with an apology. See correctedChunkO for details. 

ungrounded(prepended) — The buffer has initial tokens (1a) but not coirected tokens 
(1b) before the receiver focal point (t). This state should not usually occur unless the giver 
has explicitly inserted or prepended some tokens into the buffer and it is clear that the 
receiver has not made an error, (e.g. spontaneously giving an STD code at the end of a 
transfer sequence to be prepended on the start of the token buffer) and requires the next turn 
to wind-back and repeat previously offered tokens with an indication that this explicit change 
has bem acknowledged. See correctedChunkQ for details. 

imgrounded(repeated) - The giver focal point (f^ is before the receiver focal point (fr) 
and the buffer contains no initial tokens (1a) or corrected tokens (1b) before &e receiver focal 
point fr. This state typically occurs when &e offered tokens to date have been correct but for 
some reason flie giver has echoed some of them and stopped short of the point that the last 
offer reached^ For example givers sometimes exhibit disfluent re-starts where they begin 
from the start of the utterance again even if the transfer is going well. In this case there is no 
need to correct anything, but the receiver must re-synchronise to the giver's new focal point 
and signal that it has done so. This is done by repeating the givers previous input (with 
additional prior context if necessary) up to the point where the input ended. See 
repeatedChunkQ for details. 

iingroiinded(continaed) - The buffer contains no initial (1a) or corrected tokens (1b) 
before the receiver focal point (fr) and the giver focal point (fg) is the same or after the 
receiver focal point (fr). The buffer also contains some imconfirmed tokens (i.e. 1a> 1b» ^a) 
on or after the receiver focal point - that is to say there are still some ungrounded tokens in 
the token buffer. This state will typically occur where a transfer is proceeding well and the 
giver has continued on from where the receiver left off. A straightforward echo of this 
continuation will usually suffice. See continuedChunkQ for details. 

grounded — The buffer is fiilly grounded. This occurs when none of the above conditions 
holds true - i.e. there are no unconfirmed tokens in the buffer (i.e. 1a, 1b. Fa) and the giver 
focal point (fg) is not before the receiver focal point (fr). in most normal use cases at this 
point the giver and receiver focal points will be equal to one another indicating that all tokens 
have been agreed and giver and receiver are in synchrony. The ^mpt^ token buffer is a 
special case of a groimded token buffer. 

If die buffer is ftilly grounded then the function matchftokenbt^ atten9>ts, at step 1203 to 
match die sequence of agreed token values in the token buffer against an ordered list of pre- 
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defined graimnars (patterns of sequences), returning matched(grannnar) if a particular 
grammar matches or nomatch if not. 

For G grammars, each with a name (g_name) and a pattern (g pattern): 

for each g in (0..G-1) { 

if (tokenbuf.valuefl M-IJ) ==- gupatterafg]) { retum 
''matched(g_name[g]y' } 

} 

retum ^*nomatch" 

where the operator returns TRUE if the token sequence matches the grammar, and 
FALSE if not. 

A grammar definition is simply a representation of all possible token sequences which are 
valid for that grammar to be matched. At its sinq>le5t, each grammar definition could simply 
be a list of valid sequences. As is well known to those in the field, typically finite state 
grammars or context-firee grammars are used as a compact way to enximerate vaUd paths. For 
example in the current embodiment of the invention regular expressions as used in the Perl 
programming language (these are finite state grammars), are used to define valid token 
sequences for each grammar. 

For the telephone number transfer task shown in Figure 1 1 the graimnars are listed below. 
Summaries of the action to be taken in the event of this gr ammar matching are given 

• ok — a fiilly formed telephone number has been grounded. Conq)lete the dialogue. 

• empty — This is a special state, but for convenience can be treated as a fiilly grounded 
buffer which matches an empty grammar. At the start of the dialogue the buJOfer will 
typically be empty. In response to an empty buffer a request is made for the whole code 
and number. Also during the dialogue, certain input conditions showing significant 
communication problems clear the buffer using clear(tokenbuf) and thus cause the 
dialogue to start again. Repeat prompting will subtly change wording as per standard 
dialogue practice in the field. 

• one missing - There is only one digit missing to make a full UK telephone number. This 
is a common mistake by UK callers. The dialogue ends with a failure condition. 

• too few - There are too few digits in the buffer to make up a full telephone number. The 
giver is asked for more. 
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• no STD - There is a complete number body but no STD code. Prompt for the STD code. 
Invoke the function setlnsertO to re-wind fo and fr to the start of the buffer (i.e. make 
them one), and temporarily adjust the cost of insertion of any input token after the start 
state to be zero. Also the cost of inserting any input token after any token in the given 
5 state to be zero. See Table 7 and associated explanation for how this works. Asa 

result of these temporary changes, the input it inserted at the head of the buffer. The 
default costs are restored prior to the next giver input once the token buffer contains new 
tokens again. 

At step 1205 ( repairftokenbiiOy' this point is reached because the token buffer is fully 
10 grounded but none of the pre-defined grammars have matched. An attempt is made to repair 
the buffer such that it will match one of the pre-defined grammars. In flie telephone number 
case, the repair is only considered successful if the ok grammar is matched after repair. See 
the description below under "Final Repair". 

Returning to Figure 1 1, the function correctedChunk(tokenbuf) at Step 1 1 14 is used when the 
15 token buffer is found to have the status ungrounded(corrected). The function decides the 
start (fg) and end (f, ) points in the buffer for the buffer token sequence, or 'chunk', to be 
offered back to the giver with a *sorry' pre-pended to it, using the outputQ function. 

The function is trying to establish the best point before the first ungrounded token (i.e. in 
state 1a or 1b ) to start the output chunk. The end point of the next chunk to be output is 
20 always set to the last giver focal point fg. i.e. The receiver re-synchronises its focal point 
with the givers focal point. There are three sub-conditions which may be observed in the 
corrected chunk state. These define the choice of start point according which of the 
following ordered list of conditions is found to be true the first: 

(a) First token in state IB or 1 A is found on or after fo. The first ungrounded token is 
25 before the start of the chunk that the giver has just heard. In this case keep the start 

point of the next offered chunk the same for the next offer, (i.e. fo remains the same). 

(b) First token in state IB or lA is found before fo but on or after f| . The first 
ungrounded token is before the chunk ttiat the giver has just heard, but after the 
interpreted start of the last giver input. In this case adopt the start of the last giver 

30 input as the new receiver start point, (i.e. f;, = ft) 

(c) First token in state IB or lA is found before ft The first xmgrounded token exists 
prior to the interpreted start of the last giver input. This condition should not occur, 
but is included to keep the algorithm robust if changes to other parts of the algorithm 
render tills condition possible. Adopt the token immediately after the last phrasal 
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boundary before the first ungrounded token- or the start of the buffer if i^ere are 
none. 



This is represented by the following pseudo code. 

5 

/* Find the first ungrounded state and the phrasal boundary prior to it */ 
boandary==0 /* Use start of buffer if no boundaries found */ 

for each k in (1 fg-1) { 

if (tokenbuf.valae[k]="#") {boundary^k} 
10 if(tokenbof.yaIne[k]N"#''&&tokenbiif.state[k]=^^ { 

firstP'k; 

continue; Jvaaap out of the loop */ 

} 

} 

15 /♦ Apply the fliree conditions ♦/ 

if (f^i <= first) {f;, = f;,} /*i.e, start where started last time*/ 

else if (fi<= first <to) = /* i.e. start at the start of last ixxpat */ 

else { fo — boundary+l } /* i.e. start just after first boundary before change */ 

fr=^ /♦ end at end of input */ 



20 



where "==-/l[ABir means matches "1 A" or ^B". 



The adoption of previous start points either fo or fi is intended to increase the likelihood that 
the giver will be able to know where in the token sequence the receiver echo starts. Where 
25 this is not possible the latest phrasal boundaries or the entire token buffer are used with the 
same intention in mind. 

There are a number of different ways that this fiinction could be written. For example if the 
last input was extremely long, then something earlier than the giver focal point could be 
adopted as the new receiver focal point (fr). For example the first phrasal boundary after the 
30 previous giver focal point could be adopted, or even the first phrasal boimdary after the last 
correction. 

The function prependedChunkftokenbuf) is used at Step 1116 when the totea huSer is found 
to have the status iuigroimded(prepended). The function decides die start (io) and end (fr) 
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points in the buffer for the buffer token sequence, or 'chunk', to be offered back to the giver 
with a 'ok* pre-pended to it, using the outputQ function. 

In tile cuTTMit instance of flie invention the algorithm correctedChunkQ is used to determine 
the pre-pended chunk. Anoflier simple policy to adopt in fliis instance would be to rewind to 
the start of the buffer and repeat \sp to the end of the last giver rsxpxA. i.e. 

fi=l 
f,= f|. 

The function repeatedChunk(tokenbuf) is used at Step 1118 when Ae token buffer is found 
to have die status ungrounded(repeate^. The function decides the start and end (fr) 
points in the buffer for the buffer token sequence, ot 'chunk', to be offered back to the giver 
wifli a "yes' pre-pended to it, using the outputQ function. 

This grounding state is most likely to happen when a giver has repeated without correction 
part of flie token sequence which has ateady been offered. As a result the lead given by the 
receiver is lost and the receiver must indicate that it has re-synchronised with the giver. 
The function is trying to estabUsh the best point before the giver start point to start the token 
sequence which will be re-offered. The end point of the next chunk to be output f, is always 
taken to be the giver focal point f^. 

There are two sub-conditions v<4iich may be observed in die repeated chunk state. These 
define the choice of start point of die nejrt output chunk to be ouQnit as follows: 

a) 5, <= f ,. That is to say die previous output chunk started on or before die supposed 
start point of die last input La dns case keep die start point of die n«rt offered chunk 
die same for die next offer, (i.e. U remains die same). 

b) fo>f|. That is to say die previous input wound-back before die previous chunk. In 
tiiis case adopt the toten immediately after die phrasal boundary before the giver 
start point (f,). Odierwise, if thra-e are no phrasal boundary before die first conection 
it re-starts firom the start of the buffer. 

Or in pseudo code: 

/♦ Find the last phrasal boundary before giver start point */ 
bonndaryN) /* Use start of buffer if no boundaries found */ 

for each km(l..frl) { 

if ( tokenbiiflvahiePc]=="rO { boundary = k > 

} 
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/♦ Apply the two conditions */ 

if(fo<=fi) {fo^fo} /♦i.e. start where started last time*/ 

else { fo = bouadary+1 } /* i,e. start just after first boundary before change */ 

5 f,=fg /* end at end of inpvit ♦/ 



The function continuedChunkftokenbi^ is used at Step 1 120 in tibe case that the status is 
ungroanded(contlniied). The function decides the start (fo ) and end (f, ) points in the buffer 
for &e token sequence in the bufifer to be offered directly back to the giver with the outpuiQ 
10 function. 

The next chunk is taken to start at the current receiver focal point (fr) and end just after the 
first phrasal boundary ("#") or the end of the buffer if there are no phrase boundaries. 

fo=fr 

15 for each k(t>..M-l){ 

if (tokenbuf.value[kl="#") { fr=k+l; return } 
if (tokcnbnf.state[k]="S'') { fr=k; return } 

} 

fr=M /♦Shouldn*t happen*/ 

20 

After setting the pointer in Step 1114, 1116, 1118 or 1112, the system makes (excq)t in the 
continued case) an appropriate announcement 

It then uses the outputQ function 1 128 to play back to the giver Hhe tokens contained between 
the modified receiver pointers. It also sets these token states to be Fa if they are not already 
25 Fb. That is to say is marks all of the offered items to the highest grounding state that is 
appropriate. 

outputO { 

/* Mark each offered token to highest grounded state possible */ 
foreach k (to fr^l) { 

30 if (tokenbuf.statc[k]!«'TB'0 { tokenbiif.state[k]!="FA" } 

} 

/* Choose ending or continuing intonation foe end of chunk */ 
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if (niatch(toke]ibul>=>'*ok") { endIntoiiatioaOptioii=='*ending" } 
else { endabitonatioiiOptioii'="contmuing" } 
/* Now play the chunk out ♦/ 
chunk = tokenbiif.value[ fo fr-1 ] 
5 playBlock (chimk,eiidIiitoiiatioi&Option) 

} 

Where playBlockQ is deJBned recursively to play out each phrase in the chunk at a time - 
phrases being defined by phrasal boundaries in the chunk 

playBlock (block,endIhtonationOption) { 

10 remainder = block 

if (isEnipty(remainder) { return } /* recursive end point */ 
for each k (0 Ieiigth(remalnder)-1) { 

if (tokenbuf.vaIiie[kl=''#" || ( k = length(remainder>l) ) { 
phrase=removeFromStart(k^einainder) 
15 playChunk(phrase,endIntonationOption) 

} 

} 

} 

Note that the endlntonationOption is sui^ported as in previous embodiments of the 
20 invention. This can be set to 'ending' or 'continuing intonation'. As previously the ending 
intonation is set when the output function is playing out the last chunk in a buflfer which 
matches the *ok' grammar.. The intention of this is to subtly signal that the receiver thinks 
that the end point of the transfer has been reached. 

Following ou^ut, the function modifyCP(tokenbuf) 1 129 (described below under "Final 
25 Repair^ is invoked and the flow then proceeds to 1 108. 

In ttie event that the status is deteraoined at 1 104 to be repaired(ok), then at 1 130 the 
function setToGiven(tokenbuJ) is invoked. This function is used just after a repair has been 
successfid on the token buffer, hi order to force a re-grounding of the repaired buffer, all 
given (not state S) tokens in the buffer are set to state 1a as if they had just been entered in 
30 one go by the giver. The giver focal point is set to die end of the sequence and the receiver 
focal point is set to the start of the buffer. More precisely: 
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For a token buffer of lenglli M: 

for each k in (1 ..M-1) { 

if(tokenbiifjtate{k]!»"S") { 
tokenbuCstatepcl^^lA" 
fg^fcfl 

} 

} 

fi=l 



Then an appropriate announcement is made at Step 1 132. Logically the process should now 
proceed to re-evaluate the status of the token buffer at 1104. However for all non-empty ok 
match grammars the outcome of this test will always be ungrounded(continued). Thus for 
sin^Ucity the process proceeds directly to step 1 120. This starts at the start of the buffer 
again, and die process of progressive read-back and confirmation of the repaired token buffw 
is initiated afresh. In the case of the other various match conditions, an appropriate 
announcement is made (1 1 34, 1 136, 1 138, 1 140) and the process either terminates (1 142, 
1 144)or proceeds to get(input) 1 108. 

Once the system receiver response has been decided, the givers response is recognised at step 
1 108 {get(mput)). This recognised input is stored in a buffer similar to the token buffer 
where each input token has a value and a state. Initially these inpute will all have state 'U' 
and the process of getting the values for this input bufiGa: has alrea<fy been described 
previously. 

Phrasal boundaries can be assigned by the recogniser recognising pauses long enou^ to be 
significant but too short to trigger timeout, though this could be extended to other prosodic 
features if so desired. For example the foUowing papers describe how prosodic features other 
than pauses can be used to detect phrasal boundaries: 

"Automatic Classification of Intonational Phrase Boundaries", M. Q. Wang & J. Hirschberg, 
Computer Speech and Language, vol. 6 (1992), pp. 175-196. A review of the literature on 
phrasal boundary detection, prosodic and grammatical. The concept of phrasal boundaries is 
presented. 
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^Xexical Stress Modeling for Improved Speech Recognition of Spontaneous Telephone 
Speech in the JUPITER domain", Chao Wang and Stephanie Seneff. Proceedings of 
Eurospeech 2001. Shows simple 2 and 4 class detection of stressed/imstressed vowels. 

One other such cue to finding boimdaiies is by analysing grammars. This may be done using 
an algorithm such as addBoundariesQ below. 
addBoundaries(input,retur]i) { 

remauider=mpnt; 
if (isEnipty(remainder)) { /* recursive end point */ 

1^ Add the final ungiven token, and return. */ 
return.token'=contactenate(retnrn.token/"*) 
retiiiii.state=K:oncatenate(retiirn.state/'S'*) 

} 

/* Get the next chunk from die front of the remainder. ***/ 

start==TemoveChuiikFromStart(remamder) 
I* Now Append it to the new input witii a phrasal boundary, and keep original state 
*/ 

/* Give boundary unknown state. */ 
retiirn*token=concatenate(retani.tokeii, starttoken, "#") 
retiirn.state==concateiiate(retarn.state9 start.$tate, 'TP') 
Recursively call addBoundaries until empty. *l 
addBoundaries(remainder,retuni); 

} 

Using the same removeChunkFromStartQ function as previously described or something 
similar. 

The next section describes how the contents of the input buffer are categorised and then in 
some cases aligned with the token buffer in order to establish the best alignment of the two. 
Given the best alignment the states of the input buffer will then be assigned. For example an 
input token with state IB will be a digit that is intended to correct a previously offered digit. 

In the current embodiment, all input tokens have state denoting that the state is unknown. 
It is possible tiiat, in the future, speech recognition will be able to detect the function of the 
input from the prosody prior to comparing it witii the token buffer, for example noting that a 
particular digit was stressed following a leading'No'. In this case the input buffer could be 
populated widi partial state information prior to the alignment to make tiie alignment more 
accurate. 
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Process Input to update Token Buffer 

Following input of tokens at 1 108, the input is now processed to update the state of the token 
buffer. 

5 As can be seen in Figure 11, the following cases are detected: 

(a) Unclear digits, (e.g. «3 ? 4" with the middle digit being difficult to hear). A "sony?" 
prompt is played at 1 148 [ Not the right number??] to prompt for a repetition of this block. 
'pardonT would be similarly effective. 

(b) Unclear or ill-formed input. (e.g. "3 4 5 yes 3" or '«no ? ? 5^. A piompt is played at 

10 1148 and the token buffer is cleared at 1 150. This wiU cause a le-prompt for the whole code 

andmimber. This is a catch-all state intended to match aU conditions that o&er states fiiil to 
match. 

(c) Pardon. A request for a repeat of what was just said. The buffer is sinqjly left 
unchanged. 

15(d) Contradiction. A flat contradiction such as "no" is treated as garbled input and, after a 
"sorry" prompt at 1 152 the token buffer is cleared at 1 150. 

(e) Contradiction and digit correction -possibly self-repaired digits (e.g. «no 3 4 5"). If the 
input itself contains a self-repair (e.g. "no 0 4 no 01 4 1"). it wiD first be repaired at 1 1 10 
using the localRepair algorithm described earUer. The feet that it is a clear contradiction will 
be noted, then the input will be optimally aligned against the current state of the token buffer 
and the buffer state i^dated using the intepietfaput process 1 1 12, to be described below. 

(f) Pi'^n digits with optional preceding "yes"- possibly self-r^ired digits. Treated 
exactly as confiadiction. except that it is uncertain whether this is a conHadiction or 
continuation. This will be the dominant outcome for a dialogue that is proceeding without 

25 error. 

(g) Cofnpletion signal (silence or -'yes"). AU offered, but unconfirmed tokens (F^ or U) in 
the buffer before the receiver focal point are set to the confirmed state (Fb). and the given 
start point (fO and focal point (f^ are set to be the same as the receiver focal point (f,); the 
process proceeds to 1154 



20 
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The clear(tokenbuf) function 11 50 resets the whole buflEer with empty values and puts every 
token apart from the initial start token to the \mgiven state "^S". 

For a token buffer of length M: 
for each k in (l.JMl-1) { 



The fimction confirmToFocus(tokenbt0 at Step 1 154 is called when the giver has said an 
isolated 'yes*' or remained silent following a set of tokens being offered. It sets all token 
states from the start of the offered region (f;>) to the receiver focus to the 'confirmed' state Fb. 
Also, the giver start point ft and focal jioint are both set to the receiver focal point fr. This 
is because it is assumed that the giver has adopted the receiver focal point when remaining 
silent or e3q>licitly saying 'yes' after the focal point. 



foreachkin(i;^fr-l) { 

tokenbiif.state(k]=TB" 

} 

fr=fr 



It should be noted that this embodiment of the invention may be used for tasks ofter than 
digit entry. If the symbol 'D' in Figure 1 1 is taken to mean 'the grammar of legal tokens in 
this task% then the conditions above would apply to any token transfer task Appropriate 
completion criteria along vrith grammars would also have to be designed for a new task. It is 
however likely that the similar pattems for completion will be observed in many sequential 
token transfer tasks. 

Interpreting the Input 

The interpretInput(input,tokenbuffer) algorithm invoked at Step 1 1 12 is designed to take an 
input buffer, and interpret what this input meant with respect to the current state of the token 
buffer. Once this interpretation is made> the token buffer is updated to reflect this. 

The algorithm decides which intexjsretation of the input should be accepted by calculating the 
cost of replacing parts of die token buffer with this input This is done using a dynamic 



tokenbiif.valuePc]^"'* 
tokenbiif^te[k]=''S' 



} 
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progranunmg model to align the new input against the token buffer, although other cost 
models could be used. The lowest cost replacement is accepted. Implicit in the approach 
described is the assumption that the input buffer is more correct than the token buffer. This 
is not a mandatory assumption, but in the absence of confidence information it is a reasonable 
one to make. 

By way of example Figure 13 shows how the input buffer and token buffer (Fig 13(a) and 
13(b) might appear during an interpretation for one possfljle alignment (k=3). Figure 13(c) 
shows the new input interpretation given k=3 and Figure 13(d) shows the new token buffer 
contents that woidd result, should this interpretation be selected. 

This process proceeds as follows. First the input buffer is stripped of any grounding cues 
such as yes and no *N\ The ^N* cue is remembered and used to exclude the 
interpretotion of pure continuation later in the process. Recall that an additional token is 
added to flie end of ttie input buffer wifli the state S (ungiven) and given an empty value. 
This is a special symbol which is used to permit the alignment of the end of the input to 
effectively complete at points before the end of the token buffer. This will be explained in 
mord detail below. 

An assun^tion is then made (but doesn't necessarily have to be made) that the input 
utterance is either a continuation fcom the current receiver focal point f^, or a partial or 
conqilete repetition of previously offered or confirmed tokens. This means that the giver is 
assumed to never jump ahead of the receiver focal point - an assunq>tion verified by 
experiment to be overwhelmingly trae. 

An attempt is then made to find the best alignment of the input against the token buffer. This 
is done by aligning the input against the buffer a number of times, each time considering a 
different possible start point in the token buffer, and finding the optimal alignment of the 
mput up to or before the end of the token buffer. The search starts by assimiing a start-point 
with a pure continuation fi-om the current receiver focal point and then considers alternative 
start points stepping one token at a time backwards through the buffer right back to the start 
of the buffer. If flie Insertlhitial flag is TRUE (i.e. insertion at flie head of the buffer is 
permitted by for example the setlnsertQ function) then the search aligns right the way back to 
the start symbol. Given a zero cost for insertion following this special symbol then the input 
will be inserted at this point. Otherwise for the normal case where Ihsertlnitial flag is FALSE 
then it aligns back to the token following this. In this way the giver can be permitted to go 
right back to the start of the sequence at any time if they so desire. 
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Given a tokenbuf of length M and input of length N. 



if (Ihsertlnitial = TRUE) init=0 



else initF=l 



For each k from (init .. fr) { 



10 



15 



20 



(dk. fgk, fric , fob inputk) = DPAlign ( input [OJH-1] , tokenbuf[ f^k M-l] 

) 
} 



So, fr+1 n-tuples, one for each input interpretation associated with a value of k, will be 
generated where is interpreted as the cost of aUgning input against the buffer from a 
starting point of k tokens back from the current receiver focal point fr, the alignment yielding 
a new giver focal point f^k » a corrected receiver focal point fnc corrected receiver start-point 
f;,kand inputkrepresents the interpretation of the input. The function i)P ^//gn(9 is 
described later. Its ftmction is to use dynamic programming techniques to find an optimal 
aUgnment of the input against a sub-portion of the token buffer, for die given value of k, but 
allowing for different possibilities of insertion, substitution or deletion. 

Because insertions and deletions are possible, it is necessary to note the changes to the 
receiver focal point and receiver start point which will need to be applied should this input be 
accepted. The receiver focal point will change if tokens are inserted or deleted prior to the 
current receiver focal point The receiver start point will only change if tokens are inserted or 
deleted prior to the current receiver start point. Any other stored indices which the algorithm 
relies on (for example see Correction Points as described later) will similarly need to be 
adjusted once a particular interpretation is adopted. Pointers to deleted elements in the buffer 
will assumed to point to the token following to the deletion as part of this adjustment 

In the current algorithm the token sequence in the input is always assumed to be correct by 
DPAlign. Given this assumption iuputk will have the same values and length as input, but 
its states will be modified to reflect the interpretation placed on it by the alignment Tokens 
will either be int^reted as confirmations (Fb), corrections (1b) or ungrounded information 



Selecting and applying an interpretation* 

Given the set of possible input interpretations, the one with the lowest cost is selected. If the 
input utterance began with 'no', then the interpretation for k=0 is disallowed. If there are two 



(U). 
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interpretations with the same cost then the one with the highest value of k is selected, unless 
one of the interpretations is for lEr=0 in which case this is selected. 

When the optimal interpretation has been selected then this interpretation is used to replace 
the region that it was matched against in &e token buffer. Also the giver focus is set to the 
5 giver focus for interpretation k. More precisely, for the selected value of k. 



tokenbuf[ fr-k ^irl] is replaced by inpatk [ 0 N-2 ] 



and 



10 



fi=fr-k 



It is possible that insertions and deletions may have occurred also so the current receiver 
focal point, and the receiver start point are adjusted as a result of selecting this interpretation. 

15 

fr=frk 
fo=Cik 



Recall that the last token in inputk is a termination character which will be discarded and that 
20 tokenbuf may shrink or grow in length as a result of this operation. 

The token buffer cost is then increased by the cost of the selected interpretation: 

tokenbiif.€ost dk, 



The DPAlignO function used in interpretlnputO uses a dynamic programming aligmnent 
25 algori&m. The basic principle of dynamic progrannning will be briefly explained with 
reference to Figure 15. 

A dynamic programming aligmnent algorithm essentially takes two sequences A, B of tokens 
and evaluates possible aligmnents of them to find the one representing the best match 
between them. More accurately, the algorithm established the optimal way to convert one 
30 sequence of tokens A into the other sequence of tokens B given a set of costs for deleting, 
inserting, and substituting tokens. 

Any alignment may be thought of as involving inserting a null character or characters into 
one or both sequences to form two sequences A', B* of the same length (this length being of 
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course greater than or equal to the larger of the two origmal lengths). If sequence A is 374 
and sequence B is 3754 then a possible alignment would be 

A' : 37-4 
B' : 3754 

5 expressing the idea that one has to insert a null at the third position of A to bring them to the 
same length. Thus if the 374 has been played back for confirmation and the giver says 
"3754", this alignment would correspond the interpretation that the giver is saying that there 
is a "5" missing. Alternatively 
A' : 374- 

10 B' : 3754 

would correspond to the interpretation that the giver is saying "it should be a five instead of a 
4 and the next digit is a 4". 

Another exanqple: 
A' : 3-74- 
15 B' : -3754 

Once the sequences have been aligned in ttds way a measure of sunilarity between them 
(representing, in the current context, a cost of substituting one for the other) can be 
calculated. For exanq)le if the cost of aligning equivalent tokens is zero, a substitution of one 
for another is 1 and the cost of a deletion or insertion is 2 thm in the first exan5)le the cost is 
20 simplytiiatofinsertingfhe*5*mtoA-acostof2units. In the second case the cost is that of 
two insertions , one deletion and one substitution, i.e. 7. Note that fliese values are for 
illustration only; also tins is a symmetrical example for the purposes of illustration and that 
for present purposes the cost rules are more complex, as will be described shortly. 
All possible alignments may be visualised by a graphical representation as in Figure 16. A is 
25 shown along the vertical axis and B along the horizontal axis. The small squares represent 

nodes: the arrows represent all the possible paths through the nodes, from the top left top the 
bottom ri^t. Traversing a horizontal arrow corresponds to an insertion from B into A - or 
copying the B-value for that column into B*,and a null into A' . Traversing a vertical arrow 
corresponds to deleting a token from A - or copymg a null into B* and copying the A-value 
30 for that row into A' ; and traversing a diagonal arrow corresponds to a substitution - or 

copying both A and B into A' and B' respectively. The cost for any path entering a node is 
the cost associated with the preceding node plus the cost associated wifli the path itself The 
cost associated with any node is the minimum of the costs associated with the three paths 
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leading to that nodel^sts for the cxanqjle are shown on the diagram. The DP algori&m 
works through the nodes to find the costs whilst at the sanu; time recording the paths fliat 
correspond to the cheapest route into a node. It then backtracks through the nodes from the 
bottom right and determines that corresponds to the minimum cost The path shown in heavy 
lines is thus the optimal path. It corresponds to tfie first example given above. 

A practical DP algoriftm is described in our international patent application No. 
WOOl/46945. 

In the DP alignment a table of specific costs is used in order to evaluate the relative costs of 
various substitutions, deletions or insertions. Table 7 shows some example costs which could 
be used for a digit-only entry dialogue such as a telephone number entry. M the table some 
conventions are used. Unlike the algorithm described in our aforementioned 'international 
patent application, insertions and deletions are not symmetrical in this task. The. sense of 
the tenns insertion, deletion and substitution (ins, sub, del) are used to refer to what changes 
would have to be made to the token buffer in order to transform it into the input buffer. The 
term 'Eq' is also used to represent a special case of substitiition - the substitiition of a token 
with another token of the same value. Figure 14 shows the sense of the operations 
graphically with respect to the DP alignment cost matrix. 

Also, when looking up costs in the table during the DP alignment additional state information 
from the input buffer and ttie token buffer is used to decide which specific cost to use. The 
state of the input will usually be 'unknown' U as cummt recognition systems do not yield tiie 
necessary additional prosodic information to decide the exact state of a particular input token. 
The role of state of the token buffer has aheady been described. The final state of flie input 
tolon if it were to be used to alter the token buffar is also given in fbe table. 

Unlike an ordinary DP match however, contextual information is also used to select between 
different specific costs for deletion and insertion. Figure 14 shows which tokens are taken as 
the context during Ihe DP cost calculation. The effect of these contexfc» may be interpreted 
as follows. M the case of the deletion of a token in the buffer, it is the state and value of the 
input token that aHgns with the token that is just before the deletion, and the state and value 
of the buffer token being deleted which are used to decide the context In this case of 
ittsertioH of an input token into the token bufEer. it is the state and value of the input token 
being inserted and the state and value of the buffer token after which it will be inserted which 
are used to decide the context For sttbstitution, the context of the two tokens under 
consideration for the substitution are used as tiie context. 
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The dynamic programming algorithm aligns the input fully with the whole of the portion of 
the token buffer starting at index ( fr-k ) to the end of the token buffer. However the special 
end-of-input character is used in a special way to permits such alignments to result in an 
interpretation where the end of the input (excluding the special character) to aUgn with a 
point before the end of the token buffer. This is explained below in more detail. 

Table 7 shows an example set of costs for tite digit token example. By way of example, 
referring to Table 7, the cost of substituting a digit in the token buffer in the state Fb with an 
input token with a different value in the U state can be seen to be 1.5. The state of fliis 
matching token in this input interpretation will become 1b - i-e. a corrected input 
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Table 7. Example alignment costs for digit tokens with unlaiown input token fiinction. 

Some features of the table can be drawn out to iUustrate its operation. It can be seen that the 
cost of substitution of tokens with the same value in the aUgmnent starts at zero and increases 
shghtly as the state of the substituted token becomes more grounded. This creates an in-built 
preference for small values of k, whilst permitting givers to go right back to the start of an 
mput, even if it is grounded, if they so desire. 

Secondly, it can be seen that there is no cost at aU for substituting ungiven values. Uns 
sm^ly means that freshly given tokens get appended to the end of the buffer at no cost if 
there are no previously given token to be substituted. TTie cost of substituting a given or 
offered token with a different one is unity (1.0) rising to a higher value if the token being 
substihxted is folly confirmed. This means that confirmed items can still be corrected, as it 
has been observed that givers may mistakenly confirm erroneous inputs, but interpretations 
for coirectmg tokens in lower grounding states are preferred. 
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Insertion of input tokens into the buffer (i.e. growing the buffer in size by putting extra 
tokens into the middle of it) are strongly penalised but are possible. This reflects that 
observed fact that, for grammar constrained number input, insertion errors are less likely that 
substitution errors in a speech recogniser. Other tasks or grammar types may have different 
characteristics. At this high cost, insertion will only really tend to happen in long buffers 
that have not yet been offered or are not fully groimded. It has been observed that people can 
omit a single token when giving information for the furst time, and may not notice if the 
information is entered in a long sequence of tokens in the first place. An CTception to this 
occurs when the Insertlnitial flag is set following a setlnsertQ operation. This is to pennit 
digits to be inserted at the head of the buffer temporarily. 

Recall that DP alignment fully aligns both the input buffer and the potion of the token buffer 
selected by variable k. This is not always desirable in this case. For this reason the cost 
structure is set xsp such fliat when the final meaningful token in the input has been aligned in 
the DP search, the final dummy input token in the ' S' state will insert optimally immediately 
following it This token is then permitted to delete remaining tokens in the token buffer up to 
the end point- freely if the tokens are ungrounded or at a cost if not. This mechanism allows 
the end of the input to align with tokens other than the end of the tokens in the token buffer if 
this gives an optimal fit This is appropriate especially if the remaining tokens in the buffer 
are still in state "Ia** - comprising the 'remainder* seen in previous embodiments of the 
invention. When interpreting this alignment the algorithm defines the end align point of the 
input to be where the * S* state was inserted in the optimal trace and retains all of the deleted 
• token after this point in the token buffer. 

Phrasal boondaiies 

It was noted previously that it is also possible to accommodate phrasal boundaries in the 
buffer, and also in the input. Putting phrasal boundaries in the buffer is useful for two 
primary reasons. Firstly, it permits the system use adopt the chunking strategy used by the 
giver (mid utterance phrasal boundaries if these can be detected by the input device) when 
reading back the number to the receiver. This can be seen in the operation of 
continuedChunkO which uses the phrasal boundaries to determine whether the whole or part 
of the ungrounded material left in the buffer should be read out for confirmation next. 

Secondly, the boundaries are used to bias the alignment of inputs to the buffer. This supports 
the observation that givers and receivers co-operate together to use common phrasal 
boundaries to remain in synchronisation. However is also support divergence from these 
patterns if the receiver or giver should choose to do so. Table 8 shows a set of costs which 
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will support this functionality. The principles imderlying this table are that a phrasal 
boimdaiy should never delete a token, and that in general phrasal boundaries should align 
between the token buffer and the input, but where ihey don't, both phrasal boundaries are 
retained. This has the potential to proliferate phrasal boundaries in certain circumstances, 
5 namely where the giver and follower do not accept the same phrasal boundaries. In these 



circumstances the algorithm will tend to offer smaller chunks of output tokens. 



Type 


Input 
token 


Input 
state 


Token 
Buffer 
token 


Token 
Buffer 
state 


End 
state 


Cost 


Description 


Sub 




U 


[0-9] 






999 


: — : : : — ; — 

Substitution of token with # disallowed 


Sub 


[0-9] 


u 


# 


♦ 




999 


Substitution of # with token disallowed 


Ins 


# 


u 


# 


* 




999 


Insertion of input # before # 
disallowed. 


Del 


# 


u 


# 


* 




999 


Deletion of any # after input # - 
disallowed 


Ins 




u 




s 




999 


Insertion of # after ungiven token- 
disallowed. 


Del 


# 


u 


tm 


s 




999 


Deletion of ungiven token after # - 
disallowed. 


Eq 


# 


u 


# 


* 


Fb 


0.0 


Align with another # - firee. 


Sub 




u 


tOT 


s 


1a 


0.0 


Substitution of ungiven token widi # - 
free. 


ins 


# 


u 


[0-9] 


IaUb 


h 


0.1 


Insertion of input # after given token 


Los 




u 


[0-9] 


Fa 


h 


0.1 


Insertion of input # after offered token 


Ins 


# 


u 


[0-9] 


Fb 


1b 


0.2 


Insertion of # after confmied token 


Ins 


[0-9] 


u 


# 


1a 11b 


1a 


1.5 


Insertion of digit after given # (same as 
token) 


Ins 


[0-9] 


u 


# 


Fa 


1b 


2,0 


Insertion of digit after offered # (same 
as token) 


Ins 


[0-9] 


u 


# 


Fb 


1b 


2.5 


Insertion of digit after confirmed # 
(same as token) 


Del 




u 


[0-9] 


IaIIb 




1.5 


Deletion of given token after input # 
(same as token) 


Del 


# 


u 


[0-9] 


Fa 




2.0 


Deletion of offered token after input # 
(same as token) 


Del 


# 


u 


[0-9] 


Fb 




3.0 


Deletion of confirmed token after input 
# (same as token) 


Del 


[0-9] 




# 


U|1b 




0.1 


Deletion of given # after input token 


Del 






# 






0.1 


Deletion of offered # after input tokens 


Del 


[0-9] 




# 


Fb 




0.2 


Deletion of confirmed # after iiq»ut 
token 


Del 


tm 


s 


# 


IaIIbI 

s 




0.0 


Delete ungroimded token after teoninal 
input token at zero cost (same as 
token) 


Del 


((t» 


s 


it 


Fa 




0.4 


Delete offered token after terminal 
input token (same as token) 


Del 


ttif 


s 


# 


Fb 




0.8 


Delete confirmed token afteriemdnal 
input token (same as token) 



Table 8. Extending alignment costs to take into account phrasal boundaries. Unaffected 

contexts are shown in grey. 
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The costs are also set-up under the principle that the phrasal structure of grounded material is 
slightly more costly to alter than those in ungrounded material. This if the giver chooses an 
alternative phrasal structure when repeating a portion of the token sequence which has not yet 
5 been grounded then this new phrasal structure will be accepted at low cost. Having said this, 
in general the cost contribution of changing phrasal boundaries is generally kept low to 
ensure that the phrasal boundaries are less important than the tokens for accurate aligranent 

As an alternative to the use of special tokens to signal the phrasal boundaries, one could 
instead - with, of course, corresponding modification to the DP algorithm, store these 
10 boimdaries as additional state information with an additional storage location for each token 
being provided for this purpose, as illustrated in Figure 15. 

Local repair 

As described in the previous embodiments local repair (1110) occurs if there are any 
spontaneous repairs wifliin a single input block (e.g. "3 4 5 no 4 6"). The input Jblock is 
15 repaired prior to being further processed. In this enibodiment local repair is also performed 
using &e same interprednput function which is used to align other material which has a 
possible correcting function. This happens as follows: 



localRepair(input} { 
20 if (input, value /N/) { 

/♦ Split the input buffer left and right bufifers around the No */ 
correction=FALSE 
left=en5>tyBufferO 
right=en5)tyBuflferO 
25 foreachk(0..1ength(input-l) { 

if (inputvaluePc]— "N") {con:ectiQn=TRUE; } 
if (! correction) { left = Concatenate(left,input[k]) } 
else { right=Concatenate(rigJi^ir5)ut[k]) } 

} 

30 

/* interprethiput to fmd lowest cost repair of left part with flie rigjit */ 
/♦NBkrO disallowed as an interpretation. */ 
/* Left will be repaired in the process ♦/ 
interpretbput(right,Ieft) 
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/* Now set the left token up with unkaown state again as it is to act as an 



input */ 



leftstate='ar' 



leftxost=0 



input=left; 



10 



15 



20 



25 



Final Repair and Correction Points. 
Correction Points 

Final repair (1205, Figure 10) in the fourth embodiment of the invention is similar to that 
shown in previous embodiments but is sinq)lified. It also uses the same cost based dynamic 
programming alignment mechanism as has already been described. In this sinq>lified usage, 
Correction Units (CU's) are non-overlapping regions of the token buffer between Correction 
Points (CP's). Recall that previously CU's could overlap. CP's are sinnply pointers into the 
token buffer to a point where a pure continuation was decided upon following an 
interpretation of the input. Recall that, as in previous embodiments, at these points the giver 
cannot tell whether their input has been interpreted as a continuation or a correction due to 
the simple echo strategy employed. 

Correction Points are noted as an ordered list of indices into the token buffer. They are 
considered to be part of the token buffer structure. Each index in &e list refers to a single 
CP. Only one correction point can exist for a given index in tiie buffer. Correction points are 
ordered such that CP's higher in the list always occur after CP's lower in the list Correction 
points may removed from the list as well as created. Note that when the token buffer is 
updated following an input, as with the basic token buffer pointers, the indices in the CP list 
must also be altered to compensate for any lengthening or shortening of the token buffer due 
to insertions or deletions. 

CP's are created by the function addCP(tokenbuffer) 1 1 13 following the function 
interpretlnputO 1112. If kr=0, i.e. a pure continuation, this function inserts a single CP with 
index fo. into the CP list unless a CP afready exists with this index. If k > 0 then no CP is 
inserted. By definition, there will always be a CP at index 1 . This is a special CP retained 
for algorithmic convenience. It cannot have a repairing function. 
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CP's are destroyed if any chunk which is to be played out by outputQ crosses a CP boundary. 
The function modijyCP(tokenbuffer) 1 129 checks for this condition. In this function CT*s 
with an index between (lo+l) and (frl) are deleted. The rationale behind this action is that 
the giver will hear a sequence of tokens before they hear the token at the CP. In this way, a 
5 point of ambiguity which previously existed is not ambiguous to the giver any more. Thus it 
is removed. 

For the special case when tokens are insertion start of the buffer - this should be treated as a 
pure continuation for the purposes of the CP algorithm. This will occur for exanq>le 
following the tenq)orary adjustment of costs as a result of the setlnsertQ function. A new CP 
at index 1 should be set. The CP that was at index one is retained at its new right-shifted 
position. The CP is retained because the current cost structure associated setlnsertQ always 
inserts at zero cost - thus if the insertion partly contains a continuation into the shifted 
material this will not be captured at that point However if we treat the sequence following 
the insertion as if it were a possible ambiguous correction of the preceding tokens then this 
wrong assumption can be repaired in the final repair stage. 

There is a Correction Unit (CU) correspondmg to each CP. This CU stretches from the index 
of its corresponding CP to the index before the next CP - or to flie end of the buffer if there is 
20 no following CP. 

Final Repair 

Following a failure to match any grammar in a grounded token buffer. Final repair is 
attenq)ted at 112S by the repairO function. This takes a token buffer with its conrection 
points, and attempts to find a new interpretation which matches one of the grammars Cok* 
25 being the preferred match) with the lowest possible additional cost 

The final repair process is a stack based operation. Initially the stack is populated, in any 
order, with a number of copies of the token buffer. In these initial copies different 
permutations of the CP's are retained or discarded to represent all possible permutations of 
the existing CP's - excluding the case where there are no CP's (This has aheady Med the 

30 match test and is dierefoiv not worth exploring). In the original hyxSsn: CP's represented 
possible correction points. In these new hypotheses, ttie presence of a CP indicates tiiat for 
this hypothesis there is definitely z conrection at that point The initial CP is treated as a 
special correction point and is always retained. Thus , if the token buffer contains NCP 
correction points then there will be (2 - 1) copies of the buffer on the stack. Previous 

35 embodiments of the invention only allowed the equivalent of one correction per buffer. This 



10 



15 
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1 

nultple 



embodiment allows multple corrections if they have a low cumulative cost. If the previous 
behaviour is to be emulated, then this step could simply create NCP-2 hypotheses instead 
where each hypothesis contains only one correction point plus the initial correction point. 

An input and output stack are used in the repair process. Initially the input stack is as 
5 described above and the output stack is empty. When the repair process has found an optimal 
repair for a given CP hypothesis it puts this repaired hypothesis onto the output stack. The 
repair process itself can generate additional hypotheses as we will see below. When the input 
stack is empty, then the iterate part of the repair process is complete. All that remains is to 
look for a hypothesis in the output stack with sufficiently low repair cost which matches one 
10 of the completion-state grammars. The *ok' grammar is the only one considered cunently - 
but others could be if desired (for example the *no STD' grammar.) 

The algorithm pops hypotheses off an input stack until the stack is empty. The order in 
which repair occurs at the CP's in this hypothesis is important. There are N factorial (N!) 
evaluation orders for a hypothesis with N active CP points. The algorithm evaluates all of 

15 these possibilities by stepping through the active CP's in the current hypothesis and selecting 
each CP's as the start point. An optimal repair is made at this point by aligning the CU after 
the CP with the CU before the CP. The same interpreUnputQ algorithm is used that was used 
in the live dialogue based repair. In this way the finalRepair algorithm could be seen to be 
evaluating the options which were second best when interpretation of k==0 were selected in 

20 the live dialogue. 

By repairing at the site of this CP, it is eliminated as a result and the resulting new hypothesis 
now contains N-1 CP's in it. If there are remaining active CP sites then this new hypothesis 
is placed back on the stack for evaluation at a later date. By following this procedure for all 
possible CP start point then a hypothesis with N active CP's will generate N new hypotheses 
25 on the stack with (N-1) active CP's in place of the original hypothesis. By evaluating the 
stack until it is empty this wiU create the necessary N fectorial (N!) evaluations to explore all 
possible start points. 

For larger numbers of CP's this could create a combinatorial explosion. As an efficiency 
measure, a cost threshold is set - above which repairs are not considered. Thus if any repair 
30 takes the hypothesis above the threshold then that particular chain of evaluations is 
abandoned. 
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The pseudo code for &is process is as follows: 



repair (tokenbuffer) 

instack - pennute(tokenbuffer) 
repeat { 



/♦ permute up hypotheses */ 



pop (current, instack) 
CP=currentCP!ist 
CU=makeCU*s(CP) 
numCU=length(CU) 



/♦ CP is an array of indices •/ 
/* Make array of CU's from the CP's •/ 

/* number of CU's in the hypothesis ♦/ 



foreach n (1 numCU-1) { /* loop CU's in order (excl l** CP). */ 
/♦copy parts of the buffer into mini - buffers */ 
/* each copy has zero cost initially ♦/ 



/* set left part as if it was a confirmation. */ 

/♦ set right part as per an input with leading '*No" */ 

setAllStates GeftCU/TA") 

insertLeadingNo(rightCl}) 

setAllStates (rightCU/IT) 

/♦ interpretlnput to find lowest cost repair the left CU with the right CU ♦/ 

/♦NBkrO disallowed as an interpretation. */ 

/* The right CU will incorporate the left CU in the process ♦/ 

/♦ The right CU will also have the cost of the repair as its cost */ 

interprettoput(rIghtCU4eftCC) 

/♦now concatenate this repaired portion back into the hypothesis^/ 
/♦NB one CP will have been erased in the process */ 
/♦hicrease the cost of this hypothesis by repair cost */ 
new=concatenate(preCU4eftCU,postCU) 
new.score=currentscore+'rlghtCU.score 



preCU = CUI0..n-21 
leftCU==CU[n-ll 
rightCU = CU[n] 
postCU = CUIn+ll 



/♦leading CU's ♦/ 
/♦ CU to be repaired ♦/ 
/♦ CU doing the repairing ♦/ 
/♦trailing CU's ♦/ 



/♦ If cost getting too great abandon this hypothesis */ 
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/♦ Else still has CP's? pop this new hypothesis back onto stack for processing 

/♦ if not, then pop onto output as possible completed hypothesis */ 
if (new.score< threshold) { 

if Gength(ncw.CPlist) > 2) { push (new -> Instack) } 

else {push(new->otttstack) } 

} 

} until (empty(iiistack)) /* stack is empty completion criteria */ 

/♦ Find lowest scoring hypoflieses which matches ok grammar */ 
lowscore=999999; 

bes^=emptyBufFerO; 
repeat { 

hypothesis=pop(oatstack) 

if ((match(hypotheslsKok^ && (hypotheslwcore<lowscore)) { 
best=hypothesls 
lowscoreF=hypothesis^core 

} 

} until (emptyCoatstack)) 



/♦ If any matched return the lowest scoring one, or nomatch */ 
if (best.isEmptyO) return ^nomatch") 
else { 

tokenbufifer=best 
return ("repaired(ok)") 

} 



Appendices 

Appendix A. Chunk decision and play-back algorithms 

The foUowing pseudo code detects and removes and returns an UK STD code at the start of a 
block, NB SID code patterns can change feirly frequently in the UK due to strong regulatory 
mvolvement. & j 

removeStdFromStart(remainder) { 



std= 



l-.HIt 



if (ranaindei*- "('^020) || CH)23) || CH)24) || CH)28) || CM)29)") #3 digit STD's 
{ std==renioveFroinStart(3;remaindcr); return std} 
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# "0 • 

else if (reinainder=-*'r01[0.9]l) || r011[0-9]) || rO[3-9][0-9][0-9])") 
{ std=removeFromStart(4,reinamder); return std} #4 digit STD's 

else if (remainder— "^0[l-9][0.9][0-9][0-9]") 
{ std=removeFromStart(5^eniainder); return std} #5 digit STD's 
5 else return std; 

} 

The following pseudo code flien uses this function to take a block of digits and identify the 
next chunk in a block to be read out 
removeChunkFroinStart(remainder,isStd) { 
10 # Remove the nejct chunk from the remainder, set isStd flag if chunk is an Std code. 

isStd-FALSE 

N=length(buffer) 

if pvN=0) {return} 

if (std=removeStdFromStart(remainder) ) { isStd=TRUE; return Std } 
15 if (i<=N<=4) { chunkFremoveFTomStart(N,remainder); return chunk } 

if (N==5) { chunk==removeFromStart(2jemainder); return chunk } 
if (6<=N<=7) { chunle=removeFromStart(3 remainder); return chunk } 
if (N=8) { chunkFTcmoveFromStart(4,remainder); return chunk } 
if (^f>=9) { chunfc=removeFromStart(3,remainder); return chunk } 

20 } 

Alternatively, when deciding on chunk boundaries within a buffer, regular expressions may 
be used to match certain patterns in the buffer which are known to contain common 
boundaries when they are read-out. These regular expressions could also contain right- 
context for the boundaries - i.e. the regular expression may be split into two parts as below: 

25 For example, the following two UK STD codes: 

01159 Nottingham, Notts 
0115 Arnold, Notts 

The regular expression containing: 

30 std = (0U5)([0-8]) II (01159).... 

allows these two to be distinguished. By using the part of the buffer which matched the first 
bracketed expression to decide the chunk boundary after an STD code, for exan5>le, right- 
context can be taken into account when deciding on digit chunk boundaries. 

The following pseudo code describes how to use removeChunkFromStart to realise chunked 
35 number read-out of a input digit sequence (whole or part of a telephone number). The 
'endlhtonationOption' permits the giver to define whether the intonation of the very final 
chunk will be "ending" or "continuing". For example if the dialogue is sure that the end of 
the input block is the end of a UK telephone number it may choose to use ending intonation 
to signal this. Otherwise continuing intonation will encourage the giver to keep saying new 
40 chunks. 



playBlock(block,end]htonationOption) { 
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remainder^bloctq 

if (isEmpty(reiiiainder)) { return; } # recursive end point 
chunfc=removeChunkFromStart(remainder,isStd) 

#Now play it witb ending intonation option if no digits after this, else play with 
5 continuing intonation. 

if (isStd) {paiise=20} else {pause=10} 

if(isEnipty(remainder) { playChunk(chunk,endIntonationOption); } 
else {playChunk(chunk,"continuing"); playPause(pause) } 

10 playBlock(remainder,endIntonationOption); 
} 

The following function plays a chunk of digits out inq)osing an appropriate intonation on the 
chunk to make it sound natural. If endIhton="ending" flien the intonation of the final digit of 
the chunk will signal that there are no more chunks to follow (e.g. signal that the dialogue 
15 believes that the last chunk in the telephone number has been received). If 

endfato='*continuing" then the fmal digit will have intonation which indicates that further 
digits are to follow in a subsequent chunk. 

The chunk is realised as a concatenation of pre-recorded files spoken by a professional 
speaker in context These files were recorded by asking the speaker, for each digit oh-9 to 

20 say digit chunks of the same repeated digit with endmg or continuing intonation. The artist is 
instructed to avoid co-articulation between the digits. A recording is made for each digit for 
each chunk size (from 1 digit chunks through 4 digit chunks) for each type of ending 
intonation - hence 80 chunks are recordeA These chunks are then edited into separate digits 
and a naming scheme used to identify them. Any arbitrary chunk of size M may then be 

25 synthesised with high quality from these digits with either continuing or ending intonation at 
their end point 



An couple of examples are given below: 



continuing_4_2_3.wav 


Play the digit "2" selected from the third digit 
place of a four digit chunk that was recorded 
with continuing intonation 


ending_3_7_l 


Play the digit "7" selected from the first place 
of a three digit chunk that was recorded with 
ending intonation. 



The pseudo code to realise chunks using this scheme is given below: 



pIayChunl<chunk,endItiton) { 
30 L=length(chunk); 

for (i=l; i<=L; i-H-) { ffm, index starts at one. 

fUename===endfeton+V+L+"J'+ctunk[i]+'*J'+i; 
play filename; 

} 

35 } 
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Appendix B. FinalRepairC ) Algorithm 
Operators 

LEN(string) returns an integer, being the length of string 

5 SUBST(stringl, string!) returns a 1 if the two strings are identical except for one digit 

SINS(stringl, string2) returns a 1 if string2 is identical to string I except that the latter has a 
digit missing. 

LEFT, RIGHT, CONCATENATE are obvious. 

10 Problem 

Wanted length = W 

We have a number consisting of N blocks. Each block is represented by an index - BI(n) 
(n=0 ...N-1) which indicates the start location in the tetao buffer at which block n starts. 

The number of digits m block B(n) is BL(n). Therefore Block B(n) is defmed to be the 
15 region in the tehio buffer as follows: 

B(n) = tetoo[ BI(n) BI(n)+BL(n)-l ] 

The total lengtfi T of the number is SIGMA(BL(n)) for n= 0...N-1 

The number exceeds the wanted length by E: i.e. T=W+E 

20 A Correction Unit may consist of a single block or span all or part of several blocks 

Correction Unit C(n) is the unit beginning with block n and is L(n) tokens in length. The 
definition of CU(n) is therefore: 

C(n) = tehio[ BI(n) .. BI(n)+L(n)-l ] 

If a particular block n does not have a Correction Unit associated with it then L(n)=0 
25 signifying that there is no Correction unit corresponding to block n. 

Case 1: Correction unit n differs firom block n-l by one digit, whether by substitution, 
insertion or deletion. Action = delete block n-l 

Example block n-l CUn 

substitution 12345 12445 

insertion 12345 123475 



deletion 



12345 



1345 



wo 2004/002125. ^ PCT/GB2003/002672 
Code 

COUNT=0 
FORn= ITON-l 

IFL(ii)=0GOTOnotcu 

5 IF (SUBST(C(n),B(n-l))=l OR SINS((qn)3(n-l))-l OR SINS((B(n-l), C(n))) = 1 

THEN 

COUNT = COUNT+l 
IF (COUNT >1) THEN 
RETURN FAIL 

10 ENDff 
nii^n 

END IF 

notcu: 
NEXTN 
15 IFC0UNT=1THEN 

DELETE B(nn-l) 

RETURN SUCCESS 

END IF 

RETURN TRYJNEXT_STAGE 

20 

Case 2: Correction unit n is the same as the last L(n) digits of block n-1, widi one 
substitution. Action: Replace last L(n) digits of block n-1 wilh CU n and delete CU n 

Example block n-1 CUn 

(ifE=5) 12345678 45668 



Code: 
25 COUNT=0 

FORn= 1 TO N-1 

IF L(n)=0 GOTO notcu 

IF (SUBST(C(n)JRIGHT(B(n-l)^(n))=l) THEN 
COUNT = C0UNT+1 
30 IF (COUNT >1) THEN 

RETURN FAIL 

END IF 

END IF 

35 notcu: 
NEXTN 

IF COUNT =1 THEN 

B(nn-1) = CONCATENATE ( LEFTCB(nn-l),CBL(nn-l>L(nn))) , C(n) ) 

DELETE C(n) 
40 RETURN SUCCESS 

ENDF 

RETURN TRY_NEXT_STAGE 

Case 3: Concatoation of blocks n-k to n-1 (k>=l) is the same as the first E digits of CU n 
(where E<=L(n)). Action: delete blocks n-k to n-1. 



45 



Exanq)le block n-2 block n-1 CUn 



(ifE = 6,kr=2) 123 



456 



123456789 
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Code 

COUNT=0 
FORn=lTON-l 
5 IFL(n)=ONEXTn 
FORk=lton-l 

e=SUM(B(n-k)...B(n-l) 
IFe>L(n)NEXrk 

IF CONCATENATE(B(n-k) ... B(n.l))-LEFT (C(n),e) THEN 
10 COUNT = C0UNT+1 

IF (COUNT >1) THEN 
RETURN FAIL 

END IF 

nnr=n 

15 kk=k 
END IF 
NEXTk 
NEXTn 

IF COUNT =1 THEN 
20 FOR k = (nn-kk) to (nn-1) 

DELETE B(k) 
RETURN SUCCESS 

END IF 

RETURN THYJJEXT.STAGE 

25 

Case 4: Concatenation of blocks n-k to n-1 Q£>=\) is the same as CU n with one substitution. 
Action: delete blocks n-k to n-1 

Exan5)le Block n-2 block n-1 CUn 

(ifE = 6,k=2) 123 456 122456 

Code 

COUNIM) 
30 FORi^lTON-l 

IF L(n)=0 NEXTn 
FORk=lton-l 

IF SUBST( CONCATENATE(B(n-k) ... B(n-1)) , C(n) )=1 THEN 
COUNT = C0UNT+1 
35 IF (COUNT >1) THEN 

RETURN FAIL 

END IF 

im=n 

kk?=k 

40 END IF 

NEXTk 
NEXTn 

IF COUNT =1 THEN 

FORk=(mi-ldc)to(nn-l) 
45 DELETE B(k) 

RETURN SUCCESS 

END IF 

RETURN TRY_NEXT_STA<^ 
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Case 5: Concataiation of blocks n-4c to n-1 (k>=l) is the same as (he first E digits of CU n 
with one substitution. Action: delete blocks n-k to n-1 

Example blockn-2 blockn-1 CUn 

(ifE = 6,lc=2) 123 456 113456789 



Code 

COUNIH) 
FORiF-lTON-1 

IFL(n)=ONEXTn 
FORk=lton-l 

e=SUM(B(n-k)...B(n-l) 
I IFe>L(n)NEXTk 

IF SUBS( CONCATENATE(B(n-k) ... B(n-1)) , LEFT (C(n)3))=l THEN 
COUNT = C0UNT+1 
IF (COUNT >1) THEN 
RETURN FAIL 

END IF 

nn=n 
k]c=k 

END IF 
NEXTk 
NEXTn 

IF COUNT =1TEIEN 

FORk = (im-kk)to(nn-l) 
DELETE B(k) 
RETURN SUCCESS 

END IF 

RETURN FAIL 
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Claims 

1. An automated dialogue apparatus comprising: 

• a buffer (10) for storing coded representations; 

• speech generation means (6) operable to generate a speech signal.from the coded 
representation for confirmation by a useq 

• speech recognition means (2) operable to recognise speech received ftom the user and 
generate a coded representation of thereof; 

• means (5) operable to compare the coded representation from the recogniser of a response 
from the user with the contents of the buffer to determine, for each of a plurality of 
different alignments between the coded response and the buffer contents, a respective 
similarity measure, wherein at least some of said comparisons involve comparing only a 
leading portion of the coded response wifli a part of the buffer contents aheady uttered by 
the speech generation means; and ^ 

• means (5) for replacing at least part of the buffer contents with at least part of said 
recognised response, in accordance wifli the alignment having the similarity measure 
indicative of the greatest similarity. 

2. An apparatus according to claim 1, including an input buffer operable to hold said coded 
representation from the recogniser of a response from the user whilst said comparison is 
performed. 

3. An apparatus according to claim 1, arranged so that said coded representation from the 
recogniser of a response from the user is entered mto fte buffer prior to said comparison , and 
the replacing means is operable thereafter to adjust its position in the buffer. 

4. An automated dialogue apparatus according to claim 1 or 2, further comprising means 
operable to divide the buffer contents into at least two portions, to supply an earlier portion to 
the speech generation means and to await a response from the user before supplying a later 
portion to the speech generation means, wherein at least some of said comparisons involve 
comparing the coded response with a concatenation of a part of the buffer contents akeady 
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Uttered by the speech generation means and the portion which, in the buffer, immediately 
follows it. 

5. An apparatus according to any one of claims 1 to 4 including means operable to record 
status information defining the buffer contents as confirmed, offered for confirmation but not 
confirmed, and yet to be offered for confirmation. 

6. An apparatus according to claim 5 in which the status tnfonnation also includes indications 
of the condition that the respective coded representation has been corrected following non- 
confirmatory input from Hie user. 

7. An apparatus according to claim S in which the status information is lecorded by means of 
pointers indicating boundary positions within the buffer between representations having 
respective different status. 

8. An apparatus according to claim S or 6 in which the buffer has a plurality of locations each 
for containing a coded representation, and for each location a status field for storing the 
associated status. 

9. An apparatus according to claim any one of claims S to 8 in which the similarity measure 
is a function of (a) differences between the coded representation of the user's response and 
the contents of the buffer and (b) the status of those contents. 

10. An apparatus according to any one of claims S to 9 in which ttie similarity measure is a 
function also of the alignment or otherwise of phrasal boundaries in the rqnresentations being 



11. An apparatus according to any one of claims 1 to 10 in which a portion of the coded 
representation of the user's response that in any particular alignment precedes the buffer 
contents is deemed to be different. 



compared. 



12. An apparatus according to any one of claims 1 to 1 1 in which a portion of the coded 
representation of the user's response that in any particular alignment follows the buffer 
contents does not contribute to die similarity noeasure. 
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13. An apparatus according to any one of claims 1 to 12 in which the comparing means is 
operable in accordance with a dynamic programming algorithm. 



14. An apparatus according to any one of claims 1 to 12 in which the replacing means is 
operable, in the event that the alignment having the similarily measure indicative of the 
greatest similarity is an alignment corresponding to a pure continuation of the part of the 
bufifer contents akeady uttered by the speech generation means, to enter the coded response 
into the buffer at such position and to mark the position within the buffer at which such entry 
began; and fiirther comprising means operable to examine the bxiffer contents and to compare 
a part of the buffer contents immediately following a marked position with a part 
immediately preceding the same marked position to determine whether or not said 
immediately following part can be interpreted as a correction or partial correctioii of said 
immediately preceding part. 



15. An apparatus according to claim 14 in which the replacing means is operable, m the 
event that the alignment having the similarity measure indicative of the greatest similarity is 
an alignment in which a non-leading portion of the coded response corresponds to a 
correction of that part of the buffer contents most recently uttered by the speech generation 
means, to insert the leading portion of the coded response into the buffer before the most 
recently uttered part, and to mark the position within flie buffer at which such insertion 
began. 



16. An apparatus according to claim 14 or claim 15, in which the means to examine and 
compare is operable in accordance with a dynamic programming algorithm. 

17. An automated dialogue apparatus according to any one of claims 1 to 16, including 
means operable to recognise a spoken response containing an indication of non-confirmation 
and in response thereto to suppress selection of an aligimient corresponding to a pure 
continuation of the part of the buffer contents already uttered by the speech generation 
means. 



10 
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18. A inediod of ^!fcb recognition conqnising 

(a) receiving a coded representation; 

(b) performing at least once tiie steps of 
(b 1) recognising speech from a speaker to generate a coded representation thereof 
(b2) updating the previous coded representation by concatenation of at least part 

thereof with fliis recognised coded rqjresentation; 

(b3) marking the position within the updated representation at which said 
concatenation occurred; and 

(c) comparing a part of the updated representation immediately following the marked position 
with a part immediately preceding the same marked position to determine whether or not 
said immediately following part can be interpreted as a conection or partial correction of 
said immediately preceding part 

19. A metihod of speech recognition comprising 
15 (a) recognising an utterance from a speaker to generate a coded representation fliereof; 

(b) detecting in the utterance a position that is followed by input having a conecting function 
and markmg tiiis position withm the coded representation; and 

(c) comparing a part of the updated representation immediately following the marked position 
witix a part immediately preceding the same marked position to deteimine whether or not said 
immediately following part can be interpreted as a correction or partial correction of said 
immediate^ preceding part 

20. A method according to claim 18 or 19 including performing the conection or partial 
correction. 



20 



25 



30 



21. A method according to claim 18 or 19 including performing the comparison in respect of 
a plurality of mariasd positions and perfonning the correction or partial correction m respect 
of that aoe of the marked positions for vrfiich a set criterion is satisfied. 

22. A method according to claim 18 or 19 including performing the comparison in respect of 
a plurality of marised positions and perfonning the correction or partial correction in respect 
of a pluraUty of marked positions for which a set critraion is satisfied 



35 



23. A method according to claim 21 or 22 in which the set criterion is that the corrected 
updated representation corresponds to an e^qjected length. 
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24. A method according to claim 21 or 22 in which the set criterion is that the corrected 
updated representation matches a predetermined pattern definition. 

25. A method according to any one of claims 18 to 24 including, in step (b), examining the 
recognised coded representation to determine whether it is to be immediately interpreted as a 
correction or partial correction, and perfonning such correction or partial correction, 
including continuation, if any; 

wherein the steps of concatenation and marking are performed only in fte event ftat the 
recognised coded representation is determined as not to be immediately interpreted as a 
correction or partial correction. 

26. A method according to any one of claims 18 to 25 including generating, for confinnation, 
a speech signal from only part of the-cuirent coded representation, wherein said 
concatenation occurs at the end of that part 

27. A method according to any one of claims 18 to 26 in which the coded representation of 
step (a) is also generated by recognition of speech from the speaher. 

28. A method according to any one of claims 18 to 27 in which: 
step (b) is performed at least twice; 

step (c) comprises performing a plurality of evaluations corresponding to different selections 
of one or more of said marked positions; 

wherein each evaluation comprises performing said comparison in respect of the or each 
selected marked position and generating a cost measures as a function of the similarity 
determined by said comparison(s); 

and wherein the question of which selection is to be chosen is determined based on said cost 



measure. 



29. A method according to claim 28 in which said plurality of evaluations also include 
evaluations of the same selection of two or more marked positions processed in a different 
order. 
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30. A me&od accordingto any one of claims 18 to 29 in which said comparison is ]performed 
by means of a dynamic programming algorithm. 



3 1. A method of speech recognition comprising 

5 (a) recognising speech received from a speaker and generating a coded representation of each 
discrete utterance thereof; and storing a plurality of representations of discrete utterances in 
sequence in a buffer, including markers indicative of divisions between units corresponding 
to the discrete utterances; 

(b) performing a comparison process having a plurality of coiiq)arison steps, wherein each 
10 comparison step comprises comparing a &st comparison sequence (each of which comprises 

a unit or leading portion thereof) with a second conq)arison sequence which, in the stored 
sequence, immediately precedes the first comparison sequence, so as to determine whether 
the first and second comparison sequences meet a predetermined criterion of similarity; 

(c) m the event that the comparison process identifies only one instance of first and second 

1 5 comparison sequences meeting the criterion, deleting Ibe second comparison sequence of that 
instance from the stored sequence. 



32. A method of speech recognition comprising 

(a) recognising speech received from a speaker and generating a coded representation of each 
20 discrete utterance thereof; and storing a plurality of representations of discrete utterances in 

sequence in a buffer, including markers indicative of divisions between units corresponding 
to the discrete utterances; 

in response to a parameter which defines an expected length for the stored sequence, the step 
of comparing tiie actual length of the stored sequ^ce with the parameter and in the event that 
25 the actual length exceeds the parameter: 

(b) performing a comparison process having a plurality of comparison steps, wherein each 
connparison step conq)rises comparing a first comparison sequence (each of which comprises 
a unit or leading portion thereof) with a second comparison sequence which, in the stored 
sequence, immediately precedes the first comparison sequence, so as to determine whether 

30 the first and second conq)arison sequences meet a predetermined criterion of similarity; 

(c) in the event that the comparison process identifies only one instance where both (i) the 
length of the second comparison sequence is equal to the difference between the actual and 
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expected length and (ii) the first and second comparison sequences meet flie criterion, 
deleting the second comparison sequence of that instance from the stored sequence. 



33 . A method according to claim 3 1 or 32 comprising, in the case that no deletion is 

5 performed at step (c), performing a further such comparison process having a difGsrcnt 
predetermined criterion and/or a different mannw of selection of the first and second 
conq>arison sequences. 

34. A method of speech recognition comprising 
10 (a) storing a coded representation; 

(b) selecting a portion of the stored coded representation; 

(c) supplying the selected portion to speech generation means operable to generate a speech 
signal therefrom for confirmation by a user; 

(d) recognising a spoken response from the user to generate a coded 
15 representation thereof; and 

(e) updating the stored coded representation on the basis of the recognised response; 
wherein said updating includes updating at least one part of the stored coded representation 
other than the selected portion. 

20 35 . A method according to claim 34 including the step of (f) repeating steps (b) to (d) at least 
once. 

36. A method according to claim 34 or 35 including generating for each 

selected portion a first marker indicative of the position thereof within the stored coded 
25 representation. 

37. A method according to any one of claims 34 to 36 in which said iqjdating inchides, 
according to the content of the recognised coded representation, one or more of: 

(i) correcting the selected portion or part thereof; 
30 (ii) entering at least part of the recognised coded representation into the stored coded 
representation at a position immediately following the selected portion. 
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38. A method according to claim 37 in which said updating includes, according to the 
content of the recognised coded representation, 

(iii) inserting a leading part of the recognised coded representation into the stored coded 
representation at a position before the selected portion, 

39. A method according to claim 37 or 38 including generating for each entered part and any 
inserted part a second marker indicative of the position thereof within the stored coded 
representation. 

40. A method according to claim 39 congirising the subsequent step of conqiaring, for the or 
each second marker, a part of the updated representation immediately following a position 
marked by that second marker with a part immediately preceding the same marked position 
to determine whether said immediately followmg part can be interpreted as a correction or 
partial correction of said immediately preceding part 

41 . A mefiiod according to claim 40 when dependeait on claim 25 in which said subsequent 
step of conq)aring compares a part of the updated representation immediately following a 
position marked by a second marker preferentially or exclusively with one or more 
immediately preceding parts marked by a &st marker. 



42. An automated dialogue apparatus conqjrising 

speech generation means operable to generate a speech signal from a coded representation for 
confirmation by a user, characterised by means operable in dependence on the lengfli of the 
coded representation to divide the coded representation into at least two portions, to supply a 
first portion to the speech generation means and to await a response from the user before 
supplying any further portion to the speech generation means. 

43. An apparatus according to claim 42 including means for recognising predetermined 
patterns in the coded representation and wherein upon such recognition one of the portions is 
determined by reference to a recognised pattern. 



10 
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44. An automated dialogue apparatus comprising: 

• speech generation means operable to generate a speech signal from a coded representation 
for confirmation by a user; and 

• means operable to divide tlie coded representation into at least two portions, to supply a 
first portion to the speech generation means and to await a response from the user before 
supplying any further portion to the speech generation means; 

characterised by means for recognising predetermined patterns in die coded representation 
and wherein upon such recognition one of the portions is determined by reference to a 
recognised pattern. 



45. An apparatus according to claim 43 or 44 in which the predetermined patterns are 
predetermined digit sequences occmring at ttie commencement of the representation. 



46. An apparatus according to claim 45 for recognising telephone numbers, in which the 
15 coded representation is a representation of numeric digits. 



47. An apparatus according to claim 45 or 46 in which the remainder of the coded 
representation is divided into portions such that each such portion shall not exceed a 
predetermined length. 

48. An apparatus according to any one of claims 42 to 47 including speech recognition 
means operable to recognise speech received from the user and generate the coded 
representation therefrom. 



25 49. An automated dialogue apparatus comprising: 

• a buffer (10) for storing coded representations; 

• speech recognition means (2) operable to recognise speech received from the user, 
including detecting phrasal boundaries in said input speech, and to store in the buffer a coded 
representation of the recognised speech and maricers indicative of the positions of said 

30 phrasal boundaries; 
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speech generation means (6) operable to generate a speech signal from the coded 
representation for confinnation by a usexi 

• control means operable in response to the phrase boundary markers to divide the coded 
representation into at least two portions, to supply a first portion to the speech generation 
means for a response from the user before supplying any further portion to the speech 
generation means. 

50. An automated dialogue method comprising: 

storing coded representations including markers indicative of points of ambiguity, 
comparing, for each of a plurality of different alignments thereof, a part of the coded 
representations immediately following a marked point with a part immediately preceding the 
same marked point to determine whether or not said immediately following part can be 
interpreted as a correction or partial correction of said nmnediately preceding part; 
wherein at least some of said conqjarisons involve comparing only a leading portion of said 
immediately following part with said immediately preceding part 



51. An automated dialogue apparatus conq)rising: 

• speech recognition means operable to recognise speech received from a speaker and 
generate a coded representation thereof; 

• timeout means operable to determine in accordance with a silence duration parameter 
when an utterance being recognised is deemed to have ended; 

characterised by means operable, during an utterance, in dependence on the contents of the 
utterance to date, to vary the timeout parameter for the continuation of that utterance. 

52. An automated dialogue apparatus according to claim 5 1 in which said variation is 
conditional upon the initial part of the utterance matching a predetermined pattern 

53. An automated dialogue apparatus according to claim 51 in which said variation is 
conditional upon recognition in the utterance of input indicative of negative confirmation to 
increase the timeout parameter for the remainder of that utterance. 
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54. An automated dialogue apparatus conqnising: 

• speech recognition means operable to recognise speech received from a speaker and 
generate a coded representation thereof; 

• timeout means operable to determine in accordance with a silence duration parameter 
when an utterance being recognised is deemed to have ended; 

characterised by means operable in dependence on a dialogue state to vary the timeout 
parameter. 
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